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A. Install 27’ steel pole with a 60’ mast arm. traffic signal heads and signs as shown. (Note: IERER IR
1-3”, 90°polyvinyl chloride (Schedule 80} bend.) : } i ; ; i :
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B. Remove all traffic signal heads and R10-12 sign. Install proposed traffic signal heads as shown. [ : 1| : } E
Relocate existing street name sign approximately 5’ closer to the signal pole as shown. Ll Lt YWoosw
C. Remove existing signal pole. all attached signal equipment and foundation 12 in. below grade. {
Cap and agbandon existing conduit. :w
D. Use existing NEMA size “6” base mounted cabinet and controller i
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E. Install micro-ioop probe as shown. D/W I .
. — |1 1. The loop detectors and conduit are 10 be installed prior +o the
F. Instal! non-invasive micro-ioop probes. i instal lation of the pavement markings.
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H. Instal! 1” ‘galvanized stee! electrical conduit (detector wire sleeve). i for notifying "MISS UTILITY” prior to construction so that all
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N. Use existing base mounted cabinet. disconnect existing 12-pair interconnect cable and puili back > l t - shee . ' '
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proposed conduit and back to the master cabinet and label for re-wiring by the SHA Signal Shop. " ‘ ~— I HolL | 00 Lrin Har-Ne.
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R. Remove existing handhole. Cap and abandon existing conduit. / | ” | — ] Né(fa\,\/ » Offlce of Troffic & Saf ely
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