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CONSTRUCTION DETAILS

. INSTALL 4 IN. SCHEDULE 80 RIGID ELECTRICAL CONDUIT ~ TRENCHED
. INSTALL NON-INVASIVE MICRO-LOOP PROBE
. INSTALL ELECTRICAL HANDHOLE
. CAP AND ABANDON EXISTING CONDUIT
. REMOVE EXISTING HANDHOLE
USE EXISTING HANDHOLE
. USE EXISTING CONDUIT
. DISCONNECT AND ABONDON EXISTING DETECTION
INSTALL R3-5L SIGN AS SHOWN
INSTALL 24 IN. WHITE PAVEMENT MARKING LINE
INSTALL 12 IN. WHITE PAVEMENT MARKING LINE
. INSTALL 4 IN. SCHEDULE 80 RIGID ELECTRICAL CONDUIT - BORED
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GENERAL NOTES

1. THESE PLANS ARE APPROVED FOR CONSTRUCTION FOR A PERIOD OF ONE
YEAR FROM THE DATE OF APPROVAL. SHOULD CONSTRUCTION NOT BEGIN
WITHIN THIS TIME FRAME THESE PLANS SHALL BE NULL AND VOID WITHOUT
A REVIEW FROM THE TRAFFIC ENGINEERING DESIGN DIVISION.

2. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE
ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL
BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO CONSTRUCTION SO

. THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR
PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND THE TRAFFIC SIGNAL
WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE PRGJECT ENGINEER

3. ALL INTERNAL CABINET WIRING TO BE PERFORMED BY THE SHA SIGNAL SHOP.

4, THE CONTRACTOR SHALL REMOVE ALL UNUSED CABLE.

5. INSTALL CONDUIT AND DETECTION PRIOR TO THE INSTALLATION OF THE
PAVEMENT MARKINGS.

6. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT BEING REMOVED SHALL BECOME
THE PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE WORK,

7. THE LOCATION OF PROPOSED GEOMETRICS MUST BE CONFIRMED PRIOR TO
THE INSTALLATION OF SIGNAL EQUIPMENT.
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