SIGNAL DISPLAY NEMA PHASING

& [Derm e & LOOP WIRING
_ P32 P34
O 0 =B ARENA DRIVE CHANNEL | /LOOP | CHANNEL | ¢/L00P
(©) ONLY | (© — . 1 .
| FIBER OPTIC  R3-5 . - )
BLANKOUT 2 - < - ~
| I 2213 FIEE 3 6b !
: 4 ) 8G 4 - FLASHING
<§D USAIR_ARENA | (R) 536 OPERATION
- (Y W8 ARENA DRIVE CHANNEL | ¢/L00P
ONLY | ONLY (6) o o
R3-5 FIBER OPTIC || 29/AUX
BLANKOUT | | .z -
14 315 16 4 SEN DR
4 8b/AUXB| |
(R) | ARENA DR (R) — _PROP Rwy — ¢ 8 ALT.
(Y) (Y) ~ USAIR ARENA T — | . ,
e- 0 NB ENTRANCE o T e—— l. Phases assoclated by a solld Iine will not operate concurrently.
" T T - 2. Phases associated by a dashed line will operate concurrently.
5 7 6 e
, TTee—e W -
ALL PEDESTRIANS | | =" (D

—

- ' CONDUIT FOR INTERCONNECT
- — | 70 THE/ INTERSECT.ION AT LOT-
| i ' TSFORD ROAD (SEE SHEET S5-6)

/
/ A
7 ! KIG .
CONDUIT FOR INTERCONNECT TO — | \ I E
THE INTERSECTION AT PROPOSED | 1
RAMP A & B (SEE SHEET SS5-5) | ' - i ;\ PROPOSED UNDERGROUND
CONSTRUCTION DETAILS L ! 1 POWER FEED BY PEPCO
: . , s e | | | | 1
A. Ins*.rcﬂl 30 galvoﬁlzed gfram pote, 207 lighting arm or]d. | t @ @ \ ) ‘ q !
lumingire, pedestrian signal heads and push buttons as shown : - ,i H. Install 1" electrical conduit detector wire sleeve (one per loop).
(NOTE: 2-3" PVC 90 degree angle conduit bend). , S | -
/ \ I. Install 2”7 schedule 40 electrical conduit-trenched.
B. Install 30’ galvanized strain pole, pedestrican signal head and / ; |
push button as shown (NOTE: 1-3" PVC 90 degree angle conduift / \ J. Install 3” schedule 40 elsctrical conduit-trenched.
bend). / ;
g ot 20" 1 1ant g f{ \ K. Install 2-3" schedule 40 electrical conduit—trenched. SS-3
C. Install 30’ galvanized strain pole. ! ighting arm an uminaire / ot
(NOTE: 1-3" PVC 90 degree angle conduit bend). / I ! \\ L. Install 3" schedule 80 electrical conduit-trenched. SEPART EMT OF PUBLIC WORKS
D. Install 30’ gol*gnizeg s;;gig poles pedesﬁl”ricm sigﬁag hg?d and ]f ‘1\ M. Install 6'x 6' loop detector (3 turns). ANB ?ﬁﬁ&gg?@%?@ﬂ@g@ g
push button (NOTE: 1-3° 0 degree angle condui end}, / \ g
‘ ) i N | / ‘*\ N. Install 6'x 30 loop detector, quadrupoie type (2-4-2 turns). PRINCE GEORGE’S COUNTY, MARYLAND
E. Install troffic signal controller in base-mounted cabinet and all / e 1
necessary equipment for traffic signal and underground electrical ! _
service (with the meter mounted on the cabinet)(NOTE: 1-2" PVC 90 / | TRAFFIC SIGNAL PLAN
degree angle conduit bend, 2-3" PVC 390 degree angle conduit bend). / ARENA DR. @ USAIR ARENA ENTRANCE
F. gvr:iﬁ]‘ﬁéi span wire, vehicular signal heads, signs and cll necessary f/ | N SOALE: 17220 DG, (43 OF 168
a 4 - - @ I f*;
| / USAIR | ARENA RUMMEL, KLEPPER |-~ ol poooven 600060 7 Lo/ flae
G. Install handbox. / & KAHL T e DATE FOR BETTY HAGER FRANCIS, DIRECTOR
j - DESIGNED: 7, A,J. PROJECT NO.
/ \ DRAWN:  7.A.d. P-189-7-172
f ‘ CG&{SULT!#@ ENGINEERS _ "L CHECKED: &/79 0 Anaife ROAD NO. JOB NO,
81 MOSHER STREET o APPRYED:
BALTIMORE, MARYLAND 21217 e A A . o leedor FILE NO.
TELEXAI0)728-2900  FAX:410)726-29924 CHIEFy HIGHWAYS AND BRIDGES oate | 19 3T)b

0B/14/796  08:52:6
gehradsringhardrisdgmestrzardr.dgn (ss02ardr.prfl




