PROJECT DESCRIPTION CONSTRUCTION DETAILS

.. GENERAL A. Install 3” schedule 80 rigid PVC conduit— +renched

" Py g
This project involves the instoligtion of interconnect cabie B. Install 47 scheduie 80 rigid FVC conduit— bored.

from MD 202 and Barlowe Road. To MD 202 and Kenmore Drive .
in Prince George’s County. MD 202 is assumed to run in g C. [Install electrical handhole.
norfh-south direction. D. Use existing handhole.
[I. INTERSECTION OPERATION E. Use existing conduit.
1. The operation of Bariowe Rd. intersection shall remgin the same. .t . , .
Kenmore Dr. will have front presence detectors installed. Both F. Use existing contraller cabinet and install the new detector and/or interconnect cables.
gn§$;§80+;ons shall be incorporated infto the Mg 202 / Brightseqt Rd. G. Use existing pole, install 3” electrical conduit schedule 80 PVYC - riser,
J . bend and 3" weatherhead. (50’ of interconnect cable shall be coiled at
the top of pole)
[11. SPECIAL NOTES H. Use existing pole. (50" of interconnect cable shall be coiled at the +op of the polel.
1. There shall be 100 feet of interconnect cable provided at the J. Install steel span wire 3" diameter.

intersection of MD 202 and Kenmore Dr. for future reconstruction.
The cable shall be coiled at the top of the existing signal poles
on north side of the interssction.

=

. Existing service to be maintained.

All Ffield wiring to the exisiting controlier cobinets shall be
terminated +o the gppropricte controller cabinet connectors

by the Contractor and icbeled. All other controfler cabinet
wiring will be performed by the S.H.A. Signal Shop. Contact
Mr. Ed Rodenhizsr at {418) 7877850 seventy—two hours in
advance of intendsed work.
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EQUIPMENT LIST

EQUIPMENT TO BE FURNISHED AND INSTALLED BY THE CONCTRACTOR.

ITEM NO. QUANTITY DISCRIPTION
ES WIRING DIAGRAM 1001 1 EA. Maintenance of traffic,
8014 1EA. Furnish and install 3" weatherhead.
8031 TEA. Furnish and install conduit bend in existing base.
BO44 544 LF.  Furnish and install 3" schedule 80 rigid PVC conduit - trenched,
{? 8045 40 L.F. Furnish and install 3" schedule 80 rigid PVC conduit - riser.
A 8052 20 L.F. Furnish and install No. 8 AWG stranded bare copper ground wire.
8056 205 L.F. Furnish and install 4" schedule 80 rigid PVC conduit - bored.
8063 " EA Furnish and install electrical handhole.
8068 2200 L.F. Furnish and install 12-pair communication cable, jellyfiled (underground).
A 8071 2 EA Furnish and install ground rod, (3/4 " dia. x 10" length).
8082 100 L.F. Furnish and instali steelspan wire 34" diameter.
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