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CONSTRUCTION DETAILS =
A. RELOCATE EXISTING SIGNAL HEAD AS SHOWN. o ,
B. INSTALL 6'X6’' VEHICLE LOOP DETECTOR. o LL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED EXCEPT THE
C. RELOCATE EXISTING OVERHEAD STREET NAME SIGN AS SHOWN o CONTROLLER UNIT SHALL BECOME THE PROPERTY OF THE SIGNAL
D' USE EXISTING DETECTORS . prd CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL.
* . |_.
E. USE EXISTING SIGNAL POLE, SPAN WIRE, LIGHTING ARM AND LUMINAIRE. ¥ . THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL
F. USE EXISTING CABINET. > EASHAEAgﬁELE TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL
G. USE EXISTING CONDUIT.
H. USE EXISTING HANDHOLE. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRICR
Jo USE EXISTING VIDEO CAMERA AND ADJUST VIDEOD DETECTION ZONE. ggNgE?éF?léLéHgUEgDES?EE %}iENélﬁN%ggéﬁgENgHALgFCSH¥A8$“ﬂag”
Ke INSTALL 1 INCH LIQUID TIGHT FLEXIBLE NON-METALLIC CONDUIT. PROJECT ENGINEER.
L. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED.
THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER 2 WEEKS
M. INSTALL 24 INCH WHITE REMOVABLE PREFORMED PAVEMENT MARKINGS. PRIDR TO BEGINNING SIGNAL WORK TO ARRANGE FOR SHA STGNAL
N. INSTALL VIDED DETECTION OVEHEAD CAMERA. INSPECTION. - STATE OF MARYLAND
0. CAP AND ABONDON EXISTING CONDUIT AND ASSOCIATED WIRING CABLES. . 4 DEPARTMENT OF TRANSPORTATION
P. REMOVE EXISTING ELCTRICAL HANDHOLE. GROUND ROD AND ASSOCIATED STATE HIGHWAY ADMINISTRATION
WIRING CABLES. OFFICE OF TRAFFIC & SAFETY
Q. VIDEO DETECTION ZONE. 0 \ \ % \WNEE TRAFFIC ENGINEERING DESIGN DIVISION
R. EXISTING GROUND MOUNTED SIGN AND SUPPORT TO REMAIN. 6. THE 10 FT. SEPARATION BETWEEN PUSH BUTTONS IS TO BEMEASURED FROM U5 125 (ENTERPRISE. FOAD) AT LOTTROMD HOAD WOOBNONE. ROMD. "
GEOMETRIC LEGEND MOT TEGEND S. EXISTING GROUND MOUNTED SIGN AND SUPPORT TO BE PUSHBUTTON TO FACE OF PUSHBUTTON NOT CENTER OF POLE. PUSHBUT?SIE\I] FACE OF M 169 (ERTERPRISE RORD) AT LOTTSFORD FOAD /WOODMORE ROAD
e EXISTING WORK ZONE REMOVED — BY OTHERS. ARROWS ARE TO BE PARALLEL TO THE CROSSING FOR WHICH THEY ARE INTENDED. TMOT PHASE 1: POOT GLENDALE, MARYLAND
PROPOSED AGhPORARY SION T. ABONDON EXISTING DETECTORS. APPROVALS / REVISIONS TEMPORARY TRAFFIC SIGNAL PLAN — PHASE 1
U. INSTALL HANDHOLE. e
UTILITY LEGEND o EXISTING SIGN (OPHASE 1 MOT SIGNAL DUE TO "= o 1 31
<D STORM DRAIN AND POST V. MAINTAIN EXISTING CONDUIT AND WIRING CABLES. 20° 0 20' 4 \ {\\3/ SSLEFE}S\%?_TL%JB%TED\;EMENT01/2009 SCALE _ 17=20 DATE 8-1-90 CONTRACT NO. _BW 328-802-312
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— —GAS—— — GAS MAIN > E?ﬁEEDCgEE}S?[}ICSAND W. MAINTAIN EXISTING HANDHOLE. SCALE: =207 ESWA | I(P,M M%Wﬂﬁﬁ CESIGNED By COUNTY  PRINGE GEORGES
—— —WATER—— WATER MAIN BARRELS X+ INSTALLED BY OTHERS. N INSTALLED VIDEOC CAME DRAWN BY W.J. NIES LOGMILE _ 16019316.58
— — SAN~—m— — SEWER MAIN I 32X BN } TYPE III BARRICADE Y- USE EXISTING DETECTORS- NOTE: SABRA,WANG & ASSOCIATES, INC. ' \ FOR ?ETECTON I l 1/1/2008 CHECKED BY R.R. ZACHERL TIMS NO. 1852
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