NOTE:
MD 201 1S5 ASSUMED TO RUN
~IN A NORTH-SOUTH DIRECTION.
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Equipment List ‘A’

. Equipment to be supplied bythe SH.A.

‘ And'ix_l__stallcd by the Contr_actor

. NONE

Equipment-List 'B"

Equipment to be furnished and installed by the Contractor.

ITEM QUANTITY
1001 1 EA
5003 a0 IF
5004 :m LF
go1s 1 EA
8050 2 EA

DESCRIPTION _
MAINTENANCE OF TRAFFIC PER-ASSIGNMENT

RIGHT OF WAY LIN

o

24 INCH WHITE LEAD"FREE REFLECTIVE THERMOPLASTIC:PAVEMENT \

- MARKINGS -

REMOVAL OF EXISTING PERMANENT PAVEMENT LINE .‘MA}'QKI?NGS ANY .

WIDTE,.

. REMOVE & DISPOSE OF EQUIRMENT .(PER ASSIGNMENT). .

. ¢ I,
VIDEO DETECTION CAMERA & -CONTROLLER CABLES UP-TO 5007 LF

Equipment List 'C'

Existing R10-12 Signs
To be removed
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PHASING NOTES:
1) PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
2.) PHASES ASSOCIATED BY A SOUID LINE wiLL NOT OPERATE CONCURRENTLY
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. Remo".fe; éxi§ting stdp line and re-install in accordance to SHA Standards.

EXISTING OVERHEA

D 1/C
TO LLOYD STREET

. Construction Details

Use existing handhole. Cap and abandon existing detector sleeve and remove existing loop detection

- Jead-in cable.
.. Use existing conduit. Remove existing loop detection lead-in cable.

+ Use existing conduit. Install proposed video detection lead-in cable.

Use existing handhole. Remove existing loop dstection lead-in cablé(s) and install proposed video

detection lead-in cable(s), .

Use existing conduit. Remove exiéting loop detection lead-in cable(s) and install proposed video
detection lead-in cable(s). : . '

. '.Usbei existing mast arm and upright. Install proposed video detection camera and VldBG detection lead-in
-cable, - L : et -

Use existing coﬁfs;_olié: cabinet. Remove existing loop detection lead-in cables for phasés 1&5. TOD
pers_g_nnel_ will program camera after completion of proposed detection work.

Reﬁmvg_énd_ dispose. of, exi.sti.ng.RlO-_.IZ signs.
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