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LEFT_TURN 1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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g coxe CONSTRUCTION DETAILS
— WIRING DIAGRAM U %’ X (X) INSTALL 6’ x 30’ QUADRUPLE VEHICLE LOOP DETECTOR (3-6-3 Turns) GENERAL NOTES:
- \\ x < INSTALL 1" GALVANIZED ELECTRICAL SLEEVE FOR DETECTOR LEAD-IN (ONE PER LOOP)
\ 2\ % = 1. D.0. DENOCTES DELAYED OUTPUT LOOP DETECTOR.
A,B \ ' @ INSTALL 24" WHITE PERMANENT PAVEMENT MARKING
\ N 2. PAVEMENT MARKINGS ARE NOT TO BE INSTALLED
) @ INSTALL 12" WHITE PERMANENT PAVEMENT MARKING UNTIL LOOP DETECTORS AND CONDUIT INSTALLATION
AsB ARE COMPLETE.
L _ Ly EXISTING LOOP DETECTOR TO BE ABANDONED
; L = ® 3. PAVEMENT MARKINGS DETAILED ARE PROPOSED AND
o — ® INSTALL NEW WIRING IN EXISTING CONDUIT SHALL BE INSTALLED BY THE CONTRACTOR 1IN
Q. ACCORDANCE WITH S.H.A. STANDARDS.
. @ INSTALL NEW WIRING OVERHEAD
- 4, THE CONTRACTOR SHALL CONFIRM GEOMETRICS
M T LB LW @ INSTALL HANDHOLE PRIOR TO THE INSTALLATION OF SIGNAL EQUIPMENT.
§ = @ EXISTING HANDHOLE TO BE REMOVED 5. THE EXISTING TRAFFIC SIGNAL SHALL BE PLACED ON FIXED
TIME MODE DURING CONSTRUCTION OF THE LOOP WIRES.
C @ INSTALL 3” PVC CONDUIT SCHEDULE 80 - BORED
F _. A.B (K) EXISTING CONDUIT TO BE ABANDONED
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