MD 202 IS ASSUMED TO RUN
' : IN A EAST-WEST DIRECTION
| .

: PN wW‘WﬁMWWT:WW&m;W -
- S &
o / [ ——— i e T _ ¥
< : i T I v e ,«/—\,’f—m’&‘:‘é’("'{—'ﬂi .
B R e U R R e e —
L e —
. ST | Sy o T
wwwwwww e ———————— U R \ ey e fE
e & 8 . Tw;ﬁf\":",m“/ 2 "’i{.\!\/‘\/”ﬂ ! T
’ . P . . i R AT g -~ Ay ie,r--r i A
T L..oemsaon g TR f{’j\?‘wwwf"w T s gm e N B Q\ [T et w
o ‘e;y%\r"w”‘/’.‘!/\,\f’!mvﬂw\m’v”‘ ) \\‘3‘__,,..”_ § e e B
< e e § i s e B
= 5202 (LARGO ROAD)
|

EQUIPMENT LIST

' —— —— — - -
- AT _ I - L _ L . e — — IR T
é
l L3

MD 202 1S ASSUMED TO RUN . f . :‘:‘:“_:i”_—::::?j —_— g

IN A EAST-WEST DIRECTION }mm_/ : B R Z

P wf'\-\w/\“ﬁ A f\‘ /\“ PR . o o
P ‘,\‘M_N’,A,_N\W/"“/ A e " o &'\___‘_’,?\_,/ . f" R A A N )w\»../\_)—i,/\\’/\_ /&‘}«_,.r‘-m..// S '*‘»««w\\ . o
n P I R : - e - o4 N T R A e e e o] e RN CECE SELEE, = y

P L P P A R N N xm»‘“Ajh'{ NMAJ*J\‘”’A' T j/“; SONSERTEELEE e o i e ”fj::fi = / : by H kf?’z , j\»«/"\' Mﬁ/\ "’«th e b b b o b S o e j:

B TRt o S e S LR s e e e [ B ” e o i —

R N L - W [T e T ) e : - ; i Z

e : @e . m

BRI s = N - A N e !

mrae, rorr— i ———r *"""-5 mmmmmm RE TE 'P

. momssssmsescalee=n=SnnTTERIN .

____________________________________ e i [ R

............ i 9 21 +00 -+

'17+00 ___20+00 R S

5 w
- . ! . g %

e L & )
- o o o L R A e : Py S e d N PN |
yyyy . _ I A m.m.;h_‘._. T Wm_m;iywm-ﬂ »,. e e e e e e e et e e e ‘_,3‘3; e e __ﬂ_f\/'—“‘v'\,{-\/“\[/mr”\/ah\fwﬁ“/ AT ‘f TN edE ™ Cé)
- o R i L IR - SEPE et Pt h
| R : . MD 202 (LARGO ROAD) _m

' GENERAL NOTES:

1. THE CONTRACTOR MUST VERIFY THE LOCATION OF ALL PROPOSED GEOMETRICS PRIOR
TO INSTALLING SIGNAL EQUIPMENT.

2. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THIS PLAN ARE SCHEMATIC

ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
NOTIFYING MISS UTILITY PRIOR TO CONSTRUCTION SO THAT ‘ALL UTILITIES MAY BE

LOCATED IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT .BETWEEN
UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR, THE CONTRACTOR SHALL NOTIFY
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B. EQUIPME.NT TO BE FURNISHED ANDOR INSTALLED BY THE CONTRACTOR.

THE PROJECT ENGINEER IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.

3. ALL EQUIPMENT TO BE REMOVED SHALL BECOME THE PROPERTY OF THE CONTRACTOR
AND SHALL BE REMOVED FROM THE SITE AND PROPERLY DISPOSED OF
| A | CATEGORY | "
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