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CONSTRUCTION DETAILS A RIGHT OF WAY LINE 2 (L H \\\\svo B IGHT OF WAY LINE
i SEE
A. Install 16'5"” stee| pole with a special “T” dimension and twin 50'-70’' mast arms, traffic signal \ B INSET “A" TO BARLOWE RD
heads, signs and video detector cameras as shown. (Note: 1-3%, 90°polyvinyl chloride (Schedule 80) : . i ——
bend. ). NOTE: Mast arms must be oriented as shown to avoid conflicts with aerial cables crossing \ 22 30" INSET “A
Kenmoor Drive. \, GRASS // 19 1"
Eb. Install 16'5” steel pole with a special “T” dimension and 50’ mast arm. traffic signal heads. signs, \\ISL’G‘ND//
and video detector camera as shown.(Note: 1-3“, 90°polyvinyl chloride (Schedule 80) bend.) \ //
C. Install 10’ breakaway pedestal pole. Countdown pedestrian signal head and gudible pushbutfon with k/// GENERAL NOTES:
pedestrian education sign as shown. (Note: 1-3". 90°polyvinyl| chloride (Schedule 80) bend.) 5. &if r 4 bl 143 o i : — I 4
. underground u es shown on these plans are schematic only an
D. Install NEMA size "“6"” base-mounted cabinet and controller with video interfaces 2-wire Control Unit, V4 )
S35 Tt erFitend of | RaSsaRary SuT et o Snoum. / 953,00 b ooplato: The concweiar i) be pessoreible tor otlgfing 3 AERIAL UTILITY HEIGHTS
c. n1011 notorad pesestal for slsotrioal sarvics as shown . £, IS, 14, e s oo cilict beren 2y A
E. Inetal| hondhole. /\/" \ the project engineer immediately so that the conflict may be resolved. Sl i
G. Install 2” polyvinyl chloride electrical conduit (Schedule 80) (trenched). \\\\ \ 2 AllcTrgfrodSIgnQI [i"oungaﬂonf? shqllvlnbg IQs;aléed o; 3?%“801(15'39““‘ {Hlm -
" or Curb grade for closed sectionss Highest Roadway Pr e Grade for
J. Install 4” polyvinyl chloride electrical conduit (Schedule 80) (trenched). MD 818.02, and MD 818.04 The contractor shall verify ultimate grades S e I : CATV 20° 0"
prior to the installation of all signal equipment. > COMM. 21'~0"
K. Install 4" polyvinyl chloride electrical conduit (Schedule 80) (bored). 401 ' % dtiai L 4 Gd < Ba tretalled gg%‘aﬁg@* gg:“g,,
. avement ma etailed are pr ed and are to be installed in
L. Install 3” polyvinyl chloride electrical conduit (Schedule 80) (bored). 3 acco?dance thrSHrA‘qg'l'andards- All grggsmlks shal | be centered on o
M. Install 4” polyvinyl chloride electrical conduit (Schedule 80) (+renched) for electrical service by BGE. handicap ramps or median cut throughs. e ATV e gt
S r "
N. Install non-invasive microloop probe set with 1000’ lead-in cables. 4. The contractor shall remove all unused wiring. SRimane T 32.2%
0. Install proposed sidewalk ramp (Note: See Sheet 2 of 4 “ADA Ramp Detail Plan”). 5. For all General Notes concerning ADA ramps. crosswalk locations and
— pedestrian pole and pushbutton locations. see Sheet 2 of 4.
P. Install “G” size cabinet on pedestal pole.
Q. Use existing handhole. Pull back existing interconnect cable from existing pole mounted controller to

this handhole. Reroute into new base mounted cabinet.
R. Install 2-4” polyviny! chloride electrical conduit (Schedule 80) in same trench as shown.
STATE OF MARYLAND

S. Remove existing concrete pad as shown. DEPARTMENT OF TRANSPORTATION

T. Remove existing crosswalk pavement markings and install 12” white., heat applied permanent preformed STATE HIGHWAY ADMINISTRATION
thermoplastic pavement marking. (crosswalk)

U. ?gg\?;gp?géﬂ-éngasggg“nga?g\{g?n?sq}gﬁf}rnwg)ond install 24" white., heat applied permanent preformed MD 202 ( LANDOVER ROAD )

V. Remove existing wood pole along with all attached equipment and backfill. AND KENMDDR DR I VE
W

Remove exis+in8 wood pole with gole mounted cabinet. controller alone with all attached equipment
and backfill. Controller shall be delivered to SHA. GLENARDEN, MARYLAND

X. Remove existing handhole and cap and abandon existing conduift. APPROVALS
. aerovas | mevistas | TRAFFIC SIGNAL PLAN |

Y. BGE Shall remove existing overhead electrical service. GEOMETRIC LEGEND 3 - ’
Z. Remove existing sidewalk and install 5” concrete sidewalk as shown. EXR:;ITDINSGED _______ J \/ WV SCALE _1°= 20 DATE 1994 /= CONTRACT NO.
> i i ! TeaM LEADE M. RUCKER .
aa.lnstal |l ground mounted signs with wood support as shown LECEND OF UNDERGROUND . [ E ELL“E rlvzvrsmln - ]1 11112/10 ey COUNTY PRINCE GEORGE'S
bb.Remove S1—-1 and or W]6-7P sign with existing metal post. Install proposed OM1-1 AND OVERHEAD UTILITIES y
sign and R4-7 sign 61 bohind This sign on vood pos+g o) ébowne T P TP I \ " Inetal) Sh W S s” DRAWN BY LOGMILE 16020210.61
cc.Remove existing ground mounted sign and post. ELECTRIC E E STREET TRAFFIC STUDIES, LTD. CHECKED BY TIMS NO. KO18
TELEETONE e v i b i F.A.P. NO TOD NO
dd.Remove S1-1 and Wi16-7p(L) signs from existing wood post. GAS ¢ ¢ Glen Burnie,MD 2/061 SESAys . »
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