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Geometrics shall be confirmed prior to the installation of signal equipment. All traffic
signal foundations shail be instailed at final sidewalk or curb grade for closed sections.
highest roadway profiie grade for open sections to meet clearances as specified in MD 816.03,

CONSTRUCTION DETA ILS

A. Install handhole. _
B. Install 1 in. liquid tight flexible conduit for loop detector lead-in. ~

C. Install 3 in. polyvinyl chioride [Schedute 80] electrical conduit - frenched.\
D. Instali 3 in. polyvinyl chloride [Schedule 80] electrical conduit - bored.

E. Install 6 ff. x 30 fi. ‘quadrupole type vehicle toop detector (3-6-3 turns).

F. Use existing 6 ft. x 6 ft. vehicle loop detector.

G. Use existing handhole. ‘
H
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‘MD 818.01, MD 818.02, MD-818.04. The contractor shall verify ultimate grades prior o the
installation of alt signal equipment. '

Loop detectors and conduits shall be installed prior to the installation of pavement markings.
Pavement markings detailed are propossd and are to be installed by the Contractor in
accordance with MD-SHA standards. All other pavement markings will either be installed as
part of the Developer’s project or are. to be cbnsidered.as existing.

Revision ‘H’ is @ revision to the traffic signal buitt in (May, 2000) under S.H.A. .
Contract # PG401A51/B51 ‘ 'y ZC’

Al underground and overhead utilities shown on these plans are schematic and are not _

to be considered complete. The Confractor shail be responsible for notifying ail utility Giw
companies prior to construction so that all utilities may be located in the field. If the :

Contractor perceives that a conflict between the utitities and the traoffic signat equipment - 2% Traffic Group, Inc.

Use existing conduit.
Use existing cabinet/controlier.
K. Use existing handhoie. disconnect existing loop detector wire, install aluminum
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shielded in new conduit and splice. . . . . . . HI0-93 16600
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