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3 in. polyvinyl chloride
3 in. polyvinyl chloride
. Use existing handhole.
. Use existing conduit
. Use existing cabinet.
. Instaled as part of traffic signal plan.

FEQUIPMENT LIST

Schedule 80] electrical conduit - trenched.
Schedule 80] electrical conduit - bored.

B. Equipment to be furnished and/or installed by the Contractor.
All equipment in this list shalthave catalog cuts submitted for approvalprior to installation.

Quantity
Lump Sum
Lump Sum

10
1885
60

3175

Lump Sum

Units
LS
LS
EA
LF
LF
LF

LS

Specification
Section

108

104

atl

805

805

Description
Mobilization.

Maintenance of traffic.

Handhole.

J in. polyvinyl chloride [Schedule 801 electrical conduit - trenched.
3 In. polyvinyl chloride [Schedule 801 electrical conduit - bored.

12-pair voice grade {jelly filled) telemetry interconnect cable (No. 19 AW. G.)

As-bullt for S.H.A. [on CADDI.

with handhole spaced
every 175 f+. to 200 f+.
(Aprox. 9 handholes).

Install 3 in. conduit trenched
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This project invoives the installation of Interconnect cable along
MD 228 from MD 210 to Mannning Road in Prince George's County, Maryland.
MD 210 is considered to run in a north/south direction.
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TeAM LEADER, TE,AI—ZFIC ENGINEERING BESIGN DIVISION

CHIEF TRAF?IC ENGINFERING DESIGN DIVISION

GINEERING DESIGN DIVISION

The Traffic Group, Inc.
HI0-231-6600

/ LHIEF, TRAFFIC

Fax 410-931-6601

DIRECTOR, TRAFFIC & SAFETY

MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
Office of Traffic & Safely

TRAFFIC ENGINEERING DESIGN DIVISION

( INnTerconnect Plan)

MD 228 from MD 210 to Manning Road

Frank Hoeckel
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