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A. Install 27’ steel pole with single 50’ mast arm, traffic signal heads, signs: countdown pedestrian signal head, C 33
APS pushbutton with pedsestrian education sign R10-3{(1), pcle moun+ed shield assemblies video detection 2 éﬁ) D RGE
camera & 20 lighting arm with a 250W-HPS [uminaire. (Note: 2-3“ 90° polyvinyl chloride (Schedule 80) bend.) 3’ : H 284467
B. Install 27’ steel pole with twin 50' /70" mast arms, traffic signal headss vidso . ]
detection cameras, countdown pedestrian signal head, APS pushbutton witTh pedestrian ; -
education sign R10-3(1). (Note: 2-3" 90° polyvinyl chloride (Schedule 80) bend.) e / @ "o SENERAL NOTES:
C. Install 27’ steel pole with single 38’ mast arms traffic signal heads, signs. countdown 18" . 4. . d. “‘7: [ ] EXISTING RIGHT OF WAY LINE 1. Al| underground utilities shown on these plans are 4. Pushbuttons are to be located so that they can be
pedesirian signal headss abs pustﬂwbuﬁon Wi th ﬁ?des#mn edgc?hgg)s&gndﬁgo—?:(ﬂ and video | 1| L L [4/ Eéa ' schematic only and may not be complete. The activated by g person in g wheelchdir reaching less +than
detection camera. (Note: 2-3" 90° polyvinyl chloride (Schedule en - EOI‘I‘!’FGG‘I’OF Shﬂ” be responsible for notifying 18" from a 60“x 60" level landing area with a cross slope
D. Install 10’ (18" breakaway coupling foundation STD No. 801.01-01) pedestal pole with countdown pedestrian Pl - um??#;grg; bgr;3201&6?251;20;%gTd?Dﬁh?ﬁeaéémmﬁm of less than or equal fo 2%.
signal heads and APS pushbutton with pedestrian education sign.(Note: 1-3" 90° polyvinyl chloride (Schedule 80) bend). )/ <[ 36 % herceives that a conflict between the utilities and the 5.1}15 1.?; SeDngHoﬂbbﬂ%B? pgshbqu}:ons r']g jrr? be mei:lrsured
P ot e traffic signal will occurs the contractor shall notity rom face of pushbutton to face of pushbutton. no
= Bemeve: exleTing eressyd . / | - the preoject sngineer immediately so that the conflicT center to center ot pole.
: el s : v - . __ 1 may be resolved. |
F. Install NEMA size "6" base-mounted cabinet and controller with all necessary equipment as shown 1 :;—C | 6 BB o BFFEWE BFs: 56 e maral 18] o ke mrosstng for
G. Install metered pedestal for electrical utility service equipment. (1~ = 2. Al Tr_"afﬂc_Signul Foundations shall be instal iec:_j at which they are intended.
() L the Final Sidewalk or Curb grade tor closed sections, _ . _ _
H. Instal | handhcle. O Highest Roadway Profile Grade for open sections, 1o 7. Location of Accessible Pedestrian signal pushbutions must
D/ W — — meet clearances as specified in MD 816.03. MD 818.0t1, meet |ocation requirements Of MUTCD Sec. 4E.03 and
J. Install (2) 47 polyvinyl chloride elecirical conduit (Schedule 8Q) (frenched). % TOD NO:XX445.-22 MD 818.02, and MD 818.04. The contractor shall verity F!g. 4E.,2 and the NCHRP publication. Accessible Pedestrian
| (1 = SHA NO:PG719A5C/BS5C ultimate grades prior to the installation of all signal signals: Guide to Best Practice. If not met. the Contractor
K. Install 4" polyvinyl chloride electrical conduit (Schedule 80) (bored). e MD 450@SU equipment. is to stop work on pushbutton locations until a design
(] . @SUPERIOR LA Waiver is obtained., approved by the Director, Office of
L. Install 3” polyvinyl chloride electrical conduit (Schedule 80) (frenched). al p 3. All pavement markings detailed are proposed and are to Traffic and Satety.
., . . . o ﬂ . o be installed in accordance with SHA standards. All o
M. Install 2" polyvinyl chloride electrical conduit (Schedule 80) (frenched!. ) [[H ) e crosswalks shall be centered on handicap ramps or 8. The confractor shall remove all unused wiring.
. median cut throughs. -
N. Instal! proposed perpendicular handicap ramp (STD. No. MD 655.11) with detectable warning surface (STD. No. MD 655.40). (/) (,,, < | J
0. Instal | ground mounted R4-7 sign on 4"x4" wood post 4’ from median nose as shown.. .
STATE OF MARYLAND |
P. Instal |l proposed combination sidewalk handicap ramp (STD. No. MD 655.13) |
with detectable warning surface (STD. No. MD 655.40). CONSTRUCTIGON DETAILS (CONT. ) DEPARTMENT OF TRANSPORTATION |
STATE HIGHWAY ADMINISTRATION i
Q. Install 12" white heat applied preformed theromplastic pavement marking. (Crosswalk) cc. Insta!l ground mounted associated assembly signs back to back on 2 — 4“x4” wood posts as shown. A\ |
(Note:Contractor shall remove existing crosswalk. ) _ ' OVERHEAD HEIGHTS
< dd. Remove existing handicapped ramp and install new curb and gutter and sidewalk section as shown. A S |
R. Install 247 white heat applied preformed therompliastic pavement marking. (Stoplins) _ TErERhmLE S g MD 4 5 O ( A\]NAPOL I S RD ) |
(Note:Contractor shall remove existing stopline.) se. Remove existing handicapped ramp and install new curb and gutter. backfill and seed. TECEPHDNE 571‘-8" B |
S. Install 10" wide median cut thru. ff. Remove existing macadam sidewalk and install concrete section as shown. (© SUP :.R I UR I_ A |
T.Contractor shall install new frame with cover and use existing handhole to disconnects pul lback, reroute gg. Install proposed parallel handicap ramp (STD. No. MD 655.11) with BOWIE, MARYLAND |
existing interconnect cable into proposed cabinet as shown.. (Note: See wiring diagram for more defdils.) detectable warning surface (STD. No. MD 655.40) | T~ N1
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GEOMETRIC LEGEND U. Contractaor Shﬂll Femove EXIS'i'II'IQ strain poles, existing span wire along with SIQDCII hh. Replace existing damaged curb with new curb REVISION “C” | _ - |
PROPOSED squipment and foundation 12" below grade and back+Fill. and gutter. \3/ (%)ECTUINZS;:UIS:DUSIi:ri.;x:lsﬁﬁsw 1/4/2010 SCALE 17= 20 DATE 02/18/71 CONTRACT NO. P-328-001-385
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AERIAL CABLE A A | o : . ® : ;
CLECTRIC 5 c Y. BGE shall remove existing overhead electrical service. STREET TRAFFIC STUDIES, LTD Q\«SJ«\' \ o Tee—Toiz [&n — CHECKED BY TIMS NO. N/ A
TELEPHONE T T ' : . 400 Craln Hwy.NW. o B . - 4784
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