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INSTALL 10’ BREAKAWAY PEDESTAL POLE ON MODIFIED BASE (MD 801.01-01), S
COUNTDOWN PEDESTRIAN SIGNAL HEAD. AUDIBLE/TACTILE PUSHBUTTON AND PED.
EDUCATION SIGN. (INSTALL 1-2 IN. SCHEDULE 80, 90 DEGREE CONDUIT BEND). ~
INSTALL 5’ BREAKAWAY PEDESTAL POLE ON MODIFIED BASE (MD 801.01-01), AUDIBLE/
TACTILE PUSHBUTTON AND PED. EDUCATION SIGN. ™~
(INSTALL 1-2 IN. SCHEDULE 80, 90 DEGREE CONDUIT BEND).
REMOVE EXISTING SIGNAL HEADS. PEDESTRIAN SIGNAL HEAD. PUSHBUTTON AND PED. EDUCATION SIGN.
[NSTALL PROPOSED BLACK FACED LED SIGNAL HEADS AND COUNTDOWN PEDESTRIAN SIGNAL HEAD.
REMOVE EXISTING SIGNAL HEADS. INSTALL PROPOSED BLACK FACED LED SIGNAL HEADS. INSTALL
TWO (2) VIDEO DETECTION CAMERAS ON EXISTING MAST ARMS AS SHOWN.
REMOVE EXISTING PEDESTRIAN SIGNAL POLE AND ALL ASSOCIATED EQUIPMENT.
USE EXISTING HANDHOLE .
USE_EXISTING CONDUIT. |
[NSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED.
RELOCATE EXISTING GROUND MOUNTED SIGN. |
REMOVE MAST ARM MOUNTED SIGN.
CAP_AND ABANDON EXISTING CONDUIT. REMOVE ALL UNUSED WIRES.
INSTALL SIDEWALK RAMP (MD STD 655.12) WITH DETECTABLE WARNING SURFACE
INSTALL SIDEWALK., CURB AND GUTTER AS SHOWN. INSTALL CUT—-THROUGH ISLAND
OPENING WITH DETECTABLE WARNING SURFACES. (MD STD 655.40).
REMOVE DEPRESSED MEDIAN, FILL IN WITH CONCRETE. REMOVE SIGN POST FOUNDATION.
INSTALL MEDIAN NOSE AS SHOWN.
INSTALL 5 IN. HEAT APPLIED, WHITE PERMANENT PREFORMED THERMOPLASTIC
PAVEMENT MARKINGS.
INSTALL 12 IN. HEAT APPLIED, WHITE PERMANENT PREFORMED THERMOPLASTIC
PAVEMENT MARKINGS.
REMOVE EXISTING PAVEMENT MARKINGS.
REMOVE _AND RESET 76" OF GUARD RAIL AS SHOWN.
RELOCATE CHAIN LINK FENCE AS NEEDED.
REMOVE EXISTING SIDEWALK, CURB & GUTTER. INSTALL SIDEWALK, CURB AND GUTTER AS SHOWN.
USE EXISTING CABINET. INSTALL VIDEO DETECTION EQUIPMENT.
REPLACE EXISTING NON COMPLIANT GROUND MOUNTED SIGN WITH COMPLIANT SIGN.
USE EXISTING SUPPORT,
INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — SLOTTED.
REMOVE EXISTING HANDHOLE.
REMOVE EXISTING GROUND MOUNTED SIGN.
INSTALL PROPOSED GROUND MOUNTED SIGN ON 4“x4” wOOD SIGN SUPPORT.
REMOVE EXISTING SIDEWALK FOR CURB RAMP. INSTALL SIDEWALK, CURB & GUTTER.
INSTALL GROUND MOUNTED SIGN ON 4”x6” WOOD SIGN SUPPORTS.
USE EXISTING HANDHOLE. PULL BACK AND REROUTE EXISTING LOOP WIRE LOOP LEAD-IN WIRE.

GENERAL NOTES

1. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH MSHA STANDARDS.
2. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF

THE SIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL MODIFICATIONS.
3. ALL UNUSED SIGNAL CABLES SHALL BE REMOVED AND DISPOSED.
4. ALL TRAFEFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK GRADE

AND MEET CLEARANCES AS SPECIFIED IN THE APPROPRIATE 800 SERIES STANDARD PLATES

THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL

STGNAL EQUIPMENT.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE

APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE.

ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY

AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS

UTILITY PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF

THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN THE UTILITIES AND THE TRAFFIC SIGNAL

EQUIPMENT WILL OCCUR. THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY

SO THAT THE CONFLICT MAY BE RESOLVED.
7. ALL GROUND MOUNTED SIGNS TO REMAIN UNLESS OTHERWISE NOTED.
8. VIDED CAMERA LOCATION/ALIGNMENT SHALL BE COORDINATED WITH THE SHA ENGINEER.
9. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LOCATIONS PRIOR TO INSTALLATION.
10.SUPPORTS INSTALLED IN CONCRETE SHALL BE INSTALLED WITH SLEEVED FOUNDATIONS AS PER

STD MD 812.05-01 AND STD MD 812.05-02.

APS NOTES:
1. PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY
CAN BE ACTIVATED BY A PERSON IN A WHEELCHAIR
GEOMETR] A B
L LEGEND REACHING LESS THAN 18" FROM A 607“X60" LEVEL LANDING
EXISTING - AREA WITH A CROSS SLOPE OF LESS THAN OR EQUAL TO 2%.
PRUPUSED 2.  PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSING
OFILITY LECEND FOR WHICH THEY ARE INTENDED.
a STORM DRAIN 3. LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTONS
- - 2AS A TN MUST MEET LOCATION REQUIREMENTS OF MUTCD SEC. 4E.09 AND
) ) - FIG. 4E.2 AND THE NCHRP PUBLICATION, ACCESSIBLE PEDESTRIAN
: . SEWEE mﬁ}E SIGNALS: GUIDE TO BEST PRACTICE. IF NOT MET. THE CONTRACTOR
i i S EETRTE WA LR IS TO STOP WORK ON PUSHBUTTON LOCATION UNTIL A DESIGN |
; . OF FIC AND SAFETY.

; - AERIAL CABLES WAIVER IS OBTAINED. APPROVED BY THE DIRECTOR. OFFICE TRAF AND SAFE
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FLASHING
OPERATION

NOTE :

PHASES ASSOCITATED BY A DASHED LINE
WILL OPERATE CONCURRENTLY.

PHASES ASSOCIATED BY A SOLID LINE
WILL NOT OPERATE CONCURRENTLY.
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STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY
TRAFFIC ENGINEERING DESIGN DIVISION
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