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NOTE ¢
PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
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CONSTRUCTION DETAILS o
E \
A. REMOVE AND INSTALL FIGHT-PHASE FULLY ACTUATED CONTROLLER AND POLE MOUNTED CABINET ON FXISTING POLE
(REMOVE EXISTING TELEMETRY FROM EXISTING CABINET AND INSTALL INTO NEW CABINET). R
B. INSTALL PEDESTRIAN SIGNAL HEAD ON EXISTING POLE. CENERAL NOTES
C. INSTALL CONCRETE FOUNDATION WITH 10’ STEEL PEDESTAL POLE. BREAKAWAY BASE. SIGNAL HEADS, AND 1-27 PVC
CONDUIT BEND. 1. FINAL VIDEO CAMERA PLACEMENT/ALIGNMENT SHALL BF APPROVED BY THE SHA ENGINEER.
D. INSTALL 3" SCHEDULF 80, PVC ELECTRICAL CONDUIT — TRENCHED.
E. INSTALL ELECTRICAL HANDHOLE. 2. THE CONTRACTOR SHALL VERIFY THE PROPOSED PEDESTAL POLE LOCATICN PRIOR TO
F. INSTALL 4” SCHEDULE 80, PVC ELECTRICAL CONDUIT - SLOTTED INSTALLATION.
G. USE EXISTING HANDHOLES AND CONDUIT TO ROUTE CABLE SACK TO THE CABINET.
H. INSTALL PEDESTRIAN PUSH BUTTONS AND SIGNS TO READ “PUSH BUTTON TO CROSS WASHINGTON BLVD”. 3. FOR FINAL SIGNING AND PAVEMENT MARKING INFORMATION. THE CONTRACTOR SHALL
A 1. INSTALL ELECTRICAL HANDHOLE REFER TO THE PROJECT SIGNING AND PAVEMENT MARKING PLAN SHEFTS.
J. LOCATE EXISTING 27 CONDUIT AND COUPLE NEW 3” CONDUIT TO IT 4. THE CONTRACTOR SHALL REPLACE THE EXISTING TRAFFIC VEHICLE AND PEDESTRIAN SIGNAL
HEADS WITH APPROVED BLACK-FACED TYPE HEADS AND BE INSTALLED IN THE SAME LOCATION
AS EXISTING.
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