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NOTE: US 1 IS CONSIDERED TO RUN J DPLERATIUN
IN A NORTH-SOUTH DIRECTIDN.
PHASING NOTES:
1.) PHASES ASSOCIATED 8Y A DASHED LINE WILL OPERATE CONCURRENTLY
2.} PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
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A. Install 6° x 30’ loop detector encased in !4y flexibie tubing quadrupole type (3-6-=3). Vi S/ ///
B. Install handhole. /// § /4
C. Install 1” galvanized steel electrical conduit (detector wire sleeve). //// Ve ///
D. Install 3” polyvinyl chioride electrical conduit (Schedule 80) (trenched). Vi QZ\ ///
E. Install 3 polyvinyl chloride electrical conduit (Schedule 80) (bored). Z A)v /// *“\\ V4 TOD NO: XX656-09
N SHA NO: PG771B58
F. Remove existing sidewalk and replace after the installation of the signal equipment. /// = US 1, 34™ Ave/Perry Street
G. Use existing cabinet and controller. V4 GENERAL NOTES:
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H. Use existing handhole. 4 1. All underground uti!ities shown on these plans are schematic only and
may not be complete. The conitractor shall be responsible for notifying
J. Use existing condult. "MISS UTILITY" prior to construction so that all utilities may be located
in the field. IF¥ the contractor perceives that a conf!ict between the
utilities and the traffic signal will occur. the contractor shall notify
the project engineer immediately so that the conflict may be resolved. STATE OF MARYLAND
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