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Instal | W3-3 Signal Ahead sign.

CONSTRUCTION DETAILS _ o R - . l
X
Install 27 ft steel pole with single 50 ft mast arm, signal heads and a 435’ // _J 1
20ft. lighting arm with 250 watt HPS lamp as shown. (Note: 1-2 in. PVC schedule B0 /
electrical conduit bend and 4-1 3/4in. x 980 in. anchor bolts.) \
install handhole. EDGE OF GRAVEL SHOULDE -~ N @ j 19
Install 2 inch PVC schedule 80 electrical conduit - trenched. T e T T T T == \ 5 '
[nstall 4 inch PVC schedule 80 electrical conduit - trenched. -bm———"“:—':::::“/_: MMMMMMM T e @ @
[nstail 2 inch PVC Bend schedule 80 electrical conduit in pole base. < @ \
Instat!l 4 inch PVC schedule 80 electrical conduit — bored. 0 Q)
Maintain existing cabinet as splice cabinet. EXISTING SITCGNS
Instal! 6x6 Detector loops (4 turns).
[Instali &x3C Quadrapole loop detector(3-6-3 turns). @/ RE—1
Install 1 inch galvanized sleeve. e c:u;fcne:::i[}?{\iﬂn)v — [(6”}(12”) A0S L an 15"
Instal] one way 3-section (R,Y,G) signal head. (302300 Suean Ane Brda " =0 SouTH||NORTH
Install one way 3-section (RA.YA,GA) signal head. % E:LSCT;';?CAULNDSEZRR%T?S%/ rqu;;vaR] A
[nstall size 6 base mounted cabinet. % TO BE MAINTAINED cmOtfean anne Brdg R0 et T j? ‘3;11
Remove and salvage existing “G" size cabinet and service. Install 3" threaded galvanized plug. o (STGN TO BE ”'hm"“;'ﬁ'e =i BE REMOVED) (307X51 " M 487XT5")
Remove and dispose of existing one-section signal head. 3 : REESVED) I o FORTHI | ZorTH
Instal I3inch span wire w/ messenger rings to run electrical cable to SE quadrant mast arm pole. \ @ /,::::::; T T I — : . l \\ (e ver (36r%127 )
Instatl 3" weather head. F‘;ff/ EzEJ;NR?CAULNDS%RR%ﬁggﬁ? ______ T N {/ ! :J | \\ ':? 4?]
Install 24 inch white "Stop |ine” pavement marking. c{'ﬁ;j TO BE REMOVED Arﬂu!;EADWALLFﬁ“ :’.ﬁ? . | | \\ .
Remove and dispose of RI-1 “Stop” sign. . e | Dy iy \
Remove and dispose of “Stop Aheqd” sign. o B /CE\‘/ @ Q ) —_— \\ (STOP SIGN TO
Install OPTICOM DETECTOR. o .\39—0— [, = —p ‘5‘; —— —J—**—‘Ej @ ' BE REMOVED)

Rewire luminagire to the other disconnect.
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install ground rod in poie base. < e T 5/
Use existing Conduit. HEADWALL #‘::__;ﬁ:::f:ﬁ:j:; “— #MMMMW_;:’_.:Z?—«#M#
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