MD 108 IS ASSUMED TO RUN
IN AN EAST-WEST DIRECTION

CONSTRUCTION DETAILS

A. INSTALL 6 FT. X 30 FT. QUADRUPOLE TYPE LOOP DETECTOR ENCASED IN lg IN.

FLEXIBLE TUBING (3-6~3 WINDING)
B. INSTALL MICRO-LOOP PROBE WITH 500 FT. LEAD-IN

C. INSTALL 1 IN. FLEXIBLE NON-METALLIC, LIQUID-TIGHT CONDUIT FOR DETECTOR SLEEVE

D. INSTALL HANDHOLE

- E. INSTALL 2 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED)
F. INSTALL 4 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED)

INSTALL 4 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT (BORED)

G.
© H. USE EXISTING HANDHOLE

I. USE EXISTING CONDUIT

J. EXISTING MAST ARM POLE WITH POLE MOUNTED CABINET (INSTALL 1-4 IN. 90 DEGREE CONDUIT BEND

INTO EXISTING FOUNDATION)
K. EXISTING BASE MOUNTED CABINET
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EXISTING GEOMETRICS

PHASING NOTES:

1.) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2.) PHASES ASSOCIATED BY A DASHED LINE MAY OPERATE CONCURRENTLY.
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L. USE EXISTING LOOP DETECTOR
M. REMOVE EXISTING HANDHOLE
"~ N. CAP AND ABANDON EXISTING CONDUIT ) ,
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L) to the installation of pavement markings. i 1 |
5. All signal equipment shall be install to final grade. ) L 'u
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