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| EXISTING pROUND MOUNTED /

—_— SIGN Tg BE REMOVED B
CONSTRUCTION DETAILS OTHERS | vED By |

| I
A. INSTALL 27 STEEL POLE WITH TWIN 50° MAST ARMS. SIGNAL HEADS. SIGNS. - b& i WY;EW 1
~—

15" LIGHTING ARM WITH 250W HPS LUMINAIRE, 1-2" AND 2-3" PVC CONDUIT o /
BENDS IN BASE. INSTALL VIDEO DETECTION CAMERAS AS SHOWN - 6’
RAMP CAMERA TO BE PLACED ON LIGHTING ARM

B. INSTALL 27" STEEL POLE WITH TWIN 50’ /60" MAST ARMS., SIGNS. SIGNAL HEADS.
15’ 'LIGHTING ARM WITH 250W HPS LUMINAIRE. 1-3” CONDUIT BEND IN BASE.

C. INSTALL NEMA SIZE 6 BASE MOUNTED CABINET. CONTROL AND DISTRIBUTION
EQUIPMENT (120/240V) (INSTALL 2-2" AND 2-4" CONDU!T BENDS IN BASE.)
. INSTALL 3” SCH 80 RIGID PVC ELECTRICAL CONDUIT-BORED
. INSTALL 3” SCH 80 RIGID PVC ELECTRICAL CONDUIT TRENCHED ;2
N
. INSTALL 27 SCH 80 RIGID PVC ELECTRICAL CONDUIT-TRENCHED. VAR
TO BE INSTALLED \
. INSTALL ELECTRICAL HANDHOLE BY OTHERS

& Mmoo om QO

. REMOVE EXISTING LIGHTING STRUCTURE

1. REMOVE EXISTING SERVICE PEDESTAL AND INSTALL NEW METERED SERVICE PEDESTAL SPECIAL NOTES
SEE SPECIAL NOTES 183

J. INSTALL NON-INVASIVE PROBE SET 1. THE EXISTING LIGHT SHALL BE POWERED FROM THE PROPOSED METERED
' SERVICE PEDESTAL AND SHALL HAVE ITS OWN BREAKER SEPARATE

K+ CAP AND ABANDON EXISTNG CONDUIT FROM THE BREAKER FOR THE TRAFFIC SIGNAL.

GENERAL NOTES

L. INSTALL 6X30 QUADRUPOLE LOOP DETECTOR (3-6-3 WINDING) ENCASED IN

" 2. THE EXISTING RIGHT OF WAY IS OUTSIDE OF THE LIMITS
Iy FLEXIBLE TUBING

OF THIS PLAN \ | 1. ALL PAVEMENT MARKINGS SHOWN ARE PROPOSED AND ARE TO BE INSTALLED -~ -

. \ BY DISTRICT 7 UNLESS OTHERWISE NOTED. ~
INSTALL 17 GALVANIZED CONDUIT FOR DETECTOR WIRE SLEEVE 3. THE CONTRACTOR SHALL CONTACT BGSE PRIOR TO DISCONNECTING THE \ | ~

. INSTALL GROUND MOUNTED SIGN ON TWO 4X6 INCH WOOD SUPPORTS EXISTING POWER AND MAKE ARRANGEMENTS FOR THE NEW SERVICE PEDESTAL 2. THE CONTRACTOR SHALL CONTACT MISS UTILITY PRIOR TO BEGINNING | -

ANY WORK TO VERIFY THE EXACT LOCATION OF ALL UTILITIES. IF THE CONTRACTOR T

INSTALL 24" WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKING IN ORDER TO MINIMIZE INTERRUPTION IN SERVICE TO THE EXISTING LIGHTING. PERCE IVES THAT A CONFLICT MAY EXIST. HE SHALL CONTACT THE PROJECT -

. INSTALL THERMOPLASTIC PAVEMENT MARKING ARROW ENGINEER IMMEDIATELY TO RESOLVE THE CONFLICT.
» USE EXISTING HANDHOLE

.

USE EXISTING CONDUIT
INSTALL 47 SCH 80 RIGID PVC ELECTRICAL CONDUIT-BORED

INSTALL 4” SCH 80 RIGID PVC ELECTRICAL CONDUIT-TRENCHED

10

. INSTALL MICRO PROBE SET WITH 500' LEAD IN

- INSTALL 1”7 FLEXIBLE NON-METALLIC CONDUIT FOR DETECTOR
WIRE SLEEVE

REVISIONS APPROVALS
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W. INSTALL GROUND MOUNTED SIGN ON 1 4"X6” wOOD SUPPORT

UTILITY LEGEND X. REMOVE EXISTING GROUND MOUNTED SIGN 7 __
Y. /
. . Y. INSTALL 2" SCH 80 PVC RISER ON UTILITY POLE FOR PHONE SERVICE ] | | o e E""ES,GN MD 97 @ WB 1-70 RAMPS
W W ?VQST’EI\FQA:\TMN Z. INSTALL 5” WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKING-10' LINE 30’ SKIP ) " TRAFFIC SIGNAL PLAN
S . SEWER MAIN AA. INSTALL 5” WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKING-3'LINE 9'SKIP _‘ “%/3/&3
E E ELECTRIC CABLES BB. INSTALL 14’ PEDESTAL POLE AND SIGNAL HEAD ON BREAKAWAY T-BASE | I | | | CHEF, TRAFFIC ENGINEERING DESIGN DIVISION DRAWN BY: €. STRAIN F.ALP. NO. AC-STPG-000S—( 789 )E TS NO.
A— A AERIAL CABLES (1-3" CONDUIT BEND IN BASE) %/ CHECKED BY: A. BEALL sHano.  HOLASARZ. | 4185 SHEET NO.
T T TELEPHONE CABLES [cC. PULL BACK EXISTING LIGHTING CABLE AND RE-ROUTE INTO NEW SERVICE PEDESTAL SCALE: 1:30 COUNTY: ~ HOWARD T.LM.S. NO. 1 2
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