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BORDER REV: DATE:

- B. 'Install 10’ breakaway ped'esh! pcele, Countdown pedestrian signal heads and cudible pushbutton with pedestrian

'D. Install micro~ioop probes with 500’ lead-in cable as shown.

\F_- Install 1" liquid +ight flexible ﬁon—me‘l'allic electrical conduit (detector wtre sleeve).
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CONSTRUCTION DETAILS -

A. Ins*l'ct'l 10’ breakaway pedés-l-ql pole, Countdown pedestrian signal head and pushbutton wi?h: pedestrian
education sign as shown. (Nofe; 1—2?. 90°potiyviny!l chloride (Schedule 80) bend.)
.education signs as shown. (Note: 1-2% 90°polyvinyl chloride (Schedule 80) bend.) _
C. Install Coun-l'd'own pedesfrian's_ignq! head and 10’ lighting arm with a 250W-HPS luminaire o_n'l'b existing strain pole.

E. Install handhole.

G. Install 2“ polyviny! chloride electrical conduit (Schedule 80) (trenched).

H. Install 3” polyvinyl chloride electrical conduit (Schedule 80) (trenched).

J. Install 4” polyviny!l chioride electrical conduit (Schedule 80) (bored).

K. Install 12 white, heat applied permanent preformed thermoplastic pavement marking. (crosswalk)
L. Install 24” white. heat applied permanent preformed thermoplastic pavement marking. (stopline)
M. Remove existing pavement markings (stopline). o

N. Install 10’ x 6’ concrete pedestrian pad with detectable warning surface as shown.

0. Use existing handhole. | '

P. ﬁse existing conduit.

O.OIns+01! ground moun+éd sign as shown.

GENERAL NOTES:
1. All underground utiiities shown on these pians are schematic
only and may not be complete. The contractor shall be responsible
for notifying “MISS UTILITY” prior +o construction so that all
utilities may be tocated in the field. If the contractor perceives
that a conflict between the utiiities and the traffic signal will occur.
the contractor shall notify the project engineer immediately
so that the conflict may be resoived.

2. Any modification to this sub{eof signal shouid be
pl;?tl:?g?d by a thorough identification of all existing
u as.

3. Contractor shall remove all unused wiring from
this intersection.

4. All traoffic signal foundations shall be installed at the final sidewaik
or curb grade ftor closed sections, highest roadway Mgroﬂie grade for
on sections, to meet clearances as specifled in 818.01,
818.02 MD 818.03 & MD 818.04. The contractor shall verify ultimate
grades prior- to the installation of all signal equipment.

5. All Audible Pedestrian Control Equipment shall be delivered to the
- SHA Signal Shop for testing and programming prior 4o instaliation.
Contact Mr. Edward *Rodenhi;er t0 coordinate at (410) 787-7652
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