CONSTRUCTION DETAILS

A. Instali non-invasive mirco—ioop probe (set of 31,

. Install handhole.

B

C Install 3 in. polyvinyl chloride [Schedule 80] electrical conduit ~ bored.

D. Instail 3 In. polyvinyl chioride [Scheduie 80} electrical conduit - trenched.
E. Install 4 in. polyviny! chioride [Schedule 80] electrical conduit - bored.
F
G
H

. New video detection zons.

Adjust existing video camera for new detection zone.

Use existing handhole.
R Use existing conduit.
K. Use existing cabinet/controlier.
L. Cap and abandon existing conduit.
M. Remove existing handhole.
N. Disconnect existing foop detector.

0. 24 in. wide pavement marking — white for stop iine instailed by others.
P. Remove existing mast arm mounted sign and replace with new R3I-6(L) sign.

R 3-6(L)
30" x 36"

Install
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Future Proposed Geometrcis . 0O.0.T.S.
By Others
EQUIPMENT LIST
Approved S.H.A. equipment to be purchased by the Developer and instalied by the % " s 4A Z/ 05
Contractor. Allequipment in this list shalthave catalog cuts submitted for approval S.H.A. Approval Date
prior to installation. )
Specification T.5.- 3318C Log Mile ~-13010803.69
Quantity Units Section Description
Lump Sum LS. 108 Mobilization,
Lump Sum LS 104 Maintenance of traffic.
1 EA 813 30 in. x 36 in. R 3-6(L) sign with mast arm rmounting hardware. .
1 EA ~e- Non-Invasive Micro-loop probe (set of 3) with 1000 ft. lead-in cable. B ank Of Amerl c :l
5 EA a1 Handhole.
GEOMETRIC LEGEND . ‘ , MD 108 @ Ten Oaks Road
175 LF 205 3 in. polyvinyl chicride [Schedule 801 electrical conduit - trenched. ‘
ey TRIC . . .
EXISTING GEOMETRICS 200 LF 805 3 in. polyvinyl chloride [Schedule 801 electrical conduit - bored. 3 Traffic Slgnal Modification Plan
PROPOSED GEOMETRICS
95 LF 805 4 in. polyvinyl chloride [Schedule 801 electrical conduit - bored. 7‘ ZC. NO. REVISION DESCRIPTION BY DATE
Ut TY LEGEND Lump Sum LS - Remove and dispose of existing signalequipment. @w SCALE: T - 20
G G GAS MAIN DRAWN BY: J. Dirndorfer
" " WATER MAIN DESIGNED BY: J. Dirndorfer
s s SEWER MAIN The Trafic Group, Ine. CHECKED BY: J. Dirndorfer
Sutte H DATE: April 12, 2006
£ E ELECTRIC CABLES 5200 Franklin Spuere Drive JoB NO?pZ(')O4*0329
D 0 STORM DRAIN Baltimore, Maryland 21236
A A AERIAL CABLES ;ﬁ?ﬁ;‘% SHEET NO:1 of 1
LOCATION: Howard County, MD
T T TELEPHONE CABLES e 410-931-6601 FILE: thg-base.DGN
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