FH WA

FED. AID

SHEET | TOTAL

O N

CONSTRUCTION DETAILS

INSTALL 14" PEDESTAL POLE AND BREAKAWAY BASE WITH SIGNAL HEADS, DOWN LIGHT,
FLASHER UNIT, "G” CABINET AND SIGNS AS SHOWN (NOTE: 1-2" SCHEDULE 80 AND 1-27

SCHEDULE 40 P.V.C. CONDUIT ELBOW)

INSTALL HANDHOLE

INSTALL 27 SCHEDULE 80 P.V.C.
INSTALL 2" SCHEDULE 80 P.V.C.
INSTALL 2" SCHEDULE 40 P.V.C.
INSTALL 2" SCHEDULE 80 P.V.C.

CONDUIT — TRENCHED
CONDUIT — SLOTTED
CONDUIT — TRENCHED
CONDUIT BEND

EQUIPMENT LIST

A. EQUIPMENT TO BE SUPPLIED BY THE ADMINISTRATION AND INSTALLED BY THE CONTRACTOR

I'TEM NO. QUANTITY
8011 2 EA
8020 1 EA
8056 16 SF
8056 16 SF

FEQUIPMENT LIST

DESCRIPTION

12" 1—WAY, 1—SECTION (Y) SIGNAL HEAD PEDESTAL MOUNT
(SIGNAL #1,2)

POLE MOUNTED "G” TYPE CABINET WITH INTERSECTION MONITOR
AND PHONE DROP

W2—1(1) SIGN 48" X 48" GROUND MOUNTED

D3—2 SIGN 327 X 727 GROUND MOUNT

B. EQUIPMENT TO BE FURNISHED AND INSTALLED BY THE CONTRACTOR

ITEM NO. QUANTITY
1001 1 EA
2001 1 CY
8001 1 CY
8003 138 LB
8025 1& LF
8026 40 LF
8035 1 EA
5036 1 EA
8037 1T EA
BG38 2 EA
8039 2 EA
8046 30 LF
85049 20 LF
8051 30 LF
8052 20 LF
8058 1T EA
8088 34 LF
8069 1 EA
NEGOTIABLE 1 EA
NEGOTIABLE 1 EA
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CONCRETE FOUNDATION SHLD

BREAKAWAY PEDESTAL POLE
2" SCHEDULE 40 P.V.C. CONDUIT — TRENCHED I
2” SCHEDULE 80 P.V.C. CONDUIT — SLOTTED

MD 144(FREDERICK RD)

HANDHOLE
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CONTROL AND DISTRIBUTION EQUIPMENT

GROUND ROD
CONNECTOR KIT — TYPE 1

SHLD

CONNECTOR KIT — TYPE 2
3—CONDUCTOR CABLE (NO. 14 A.W.G.)
2—CONDUCTOR CABLE (NO. 12 A.W.G.)
1—CONDUCTOR CABLE (NO. 8 A.W.G.)

NC. 6 AW.G. STRANDED BARE COPPER GROUND WIRE

BREAKAWAY BASE SUPPORT SYSTEM
2" SCHEDULE 80 P.V.C. CONDUIT — TRENCHED

PHOTOCELL
COOPER LIGHTING "GAL" FIXTURE OR EQUIVALENT WITH A

25QWATT MERCURY VAPOR LIGHT AND PHOTOCELL
2" TENON (TO BE FITTED TO PEDESTAL POLE TO SUPPORT
LIGHT FIXTURE)
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