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US 11S ASSUMED TO RUN
IN A NORTH-SOUTH DIRECTION

RIGHT OF WAY LINE

RIGHT OF WAY LINE-/

CONSTRUCTION NOTES:

- INSTALL 3 IN. SCHEDULE 80, RIGID PVC ELECTRICAL CONDUIT (TRENCHED).

- INSTALL AND CONNECT 12 PAIR INTERCONNECT CABLE TO EXISTING BASE MOUNTED CABINET.

. USE EXISTING CONDUIT TO INSTALL 12 PAIR INTERCONNECT CABLE AND THREE NEW MICROLOOP PROBE LEAD-INS.
- USE EXISTING HANDHOLE TO INSTALL 12 PAIR INTERCONNECT CABLE AND THREE NEW MICROLOOP LEAD-INS.

. USE PROPOSED 3 IN. ELECTRICAL CONDUIT TO INSTALL 12 PAIR INTERCONNECT CABLE.

. INSTALL HANDHOLE

- INSTALL AND CONNECT 12 PAIR INTERCONNECT CABLE TO PROPOSED BASE MOUNTED CABINET.

. INSTALL NEW MICROPROBE DETECTORS.

INSTALL I-INCH GALVANIZED CONDUIT FOR DETECTOR WIRE SLEEVE (TRENCHED).
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