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- Equipment to be supplied and instajled by SHA.
aaaaaaa A -l _ Cammunication Panel
S VI TS-2 Mini-FHub
To MD 100 Ramp - [V IEAYAE < P P e TS-2 Mini-Hub Cables
AN 5 s : £ Industrial 56k Modem
| \ g g % SDLC Cables
- Construction Details : \ _§]. 3 f ;3} oty . ‘ ' -
. S ; 2 | 9 tquipment List
1. Use existing handhole. Cap and abandon existing detector sleeves and remove existing loop detection 'Ii‘ L_,_ i Ll b AL Bquipment to be furpished and installed by the Contractor.
lead-in cables. i ‘ 1R N G L STt :
gad-in cables N | | i :;__ = |
2. Use existing conduil. Remove existing loop detection lead-in cables. ‘ - : ITEM - OUANTITY DESCRIPTION
3. Use existing handhole. Remove existing loop detection iead-in cables. o _ . / " 1001 1 EA MATNTENANCE OF TRAFFIC PER ASSIGNWMENT
: ' I - ine _
4, Install proposed video camera and video detection Jead-in cable. ® T Q\\JY_Q%‘\“G\J L 5003 a5 LF 24 INCH WHITS LEAD FREE REFLECTIVE THERNOPLASTIC PAVEMENT
_ MARKINGS
5. Use existing conduit. Install proposed video detection lead-in cable. ,,E 5004 g5 LF REMOVAL OF EXISTING PERMANENT PAVEMENT LINE MARKINGS — ANY
- . : o i : d e WIDTH
G. Use existing handholp. Remave existing loop detector lead-in cables for phase 4 and install propose Q sois . n ouE & DISPOSE OF EQUIEWBNT (PER ASSTGNMENT)
video detection lead-in cable. |
7 Use existing conduit. Remove existing loop deteclor lead-in cables for phase 4 and install propc;)sed Q 5050 N o VTDEO DETECTTON CAMERA & CONTROLLER CABLES U TO 500 LF
video detection lead-in cable. ‘ S
‘ . - et i ; d install oy - _
et " binet. R xisting loop detection lead-in cables for phase 4 anc . .
8. &%iazpélesglsigdggn(};?élcﬁocf légcel-i11 gla%?; Bq?og pegrsomlijcl will install and program video detection ;3 ——— Equipment List 'C'
interface equipment after completion of proposed detection Vwm‘k. A S > | . REmpved.a;zcg?qa]l;ragcd-ltems
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