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CONSTRIICTION DETAIJLS

A. Install 3“ polyvtny} chloride electrical condult (Schedule 80) +rencﬁed with 12 pair underground
. jellyfillied interconnect cable. . _ : .

B. Install 4" polyvinyl chioride electrical conduit (Schedule 80) bored with 12 pair undergrbund
jellyfilled interconnect cable.

C. Install handhole.

D. Install handhole with 35’ of additional 12 pair underground jellyfilled interconnect cable.
(Note: Additional interconnect cable will be for future use.)

INTERCONNECT PLAN

E. Contractor shail hand dig 3” polyvinyl chloride electrical conduit (Schedule 80) trenched with
12 pair underground jelilyfilled interconnect cable In area of swale.

F. Use existing conduit qnd install 12 pair underground jellyfilled interconnect cable.
G. Use existing handhole. .
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MD 322: FROM MD 333 TO US 50

H. Use existing cabinet and controller +o-!ns+all 12 poir underground jelly¥illed interconnect cable.

J. Use existing span wire t+o install 12 pair underground Jellyfilled interconnect cable. (Note: Contractor
- shall rering existing span wire if necessary.) '
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i

&
K. Install 6’ x 6' loop detector encased in »{' flexible tubing (4 turns).

L. Install 1“ Iiquid tight flexible non-metallic electrical conduit. (Detector wire sjeeve)
M. Install 17 galvanized electrical conduit for detector wire sleeve.
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