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« WIRING NOTE
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CONSTRUCTION DETAILS PROPOSED
SIGN EXISTING SIGN & SIGNALS
B. FURNISH AND INSTALL HANDHOLE. | T0 BE REMOVED
G. FURNISH AND INSTALL 3" SCHEDULE 80 RIGID PVC ELECTRICAL 7\
‘CONDUIT - TRENCHED. o @
H. FURNISH AND INSTALL 4° SCHEDULE 80 RIGID PVC ELECTRICAL (Y)
CONDUIT - BORED. 12"
———— 0. USE EXISTING SIGNAL STRUCTURE AND REMOVE EXISTING SIGN
AND SIGNAL HEADS.INSTALL LED °"RED SIGNAL HEAD" SIGN AND N/ W3-3
CABINET, (NOTE: 3" SCHD 80 PVC BEND INTO EXISTING BASE. A , )
US SO IS _ASSUMED TO RUN LED 36" X 36
IN A NORTH-SOUTH DIRECTION )
60" X 60
DENNY' S DUNKIN DONUTS L
COMFORT INN MODRE’ S
- D/w e q 0 Af) 0 ? 2 GOLDEN CORRAL FISHER AUTQO ? 0 ?
‘ D/wW D/W
/d @)\ S N 2 U S I Y S _J D/W J D/W [ J D/W l J o/W l ===£=======—_—==£====_=L====
_ N ON O .
Us 50 (WB) I \:7 , < _
e — — — @*‘ - — - = 0=zl — — — — - — — — - — - — — n — — —2
T Ghass 7 7 — W ™ > YT 5
Amm e == e e = o =T C o ‘“’“'\“\;======‘"=‘\C5========’ij.== ———— = —— |
T N . N . . . . . o . o o . B _ L o . _B® _ I
) US 50 (EB) "
[ 1 D/w f : ] D/W [ ] O/W [ % ﬂ D/w
: CONSTRUCTION N.E. TAYLOR I-m-
O . PASCO SITE CONTRACTORS %
3 —
GENERAL NOTES
I. THE CONTRACTOR SHALL VERIFY LOCATION OF ALL EXISTING
UTILITIES AND EXISTING GEOMETRICS PRIOR TO ANY WORK,
2. THE CONTRACTOR IS TO NOTIFY MISS UTILITIES PRIOR TO
WIRING DIAGRAM THE INSTALLATION OF NEW CONDUIT.
WIRING KEY
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T - PROPOSED 12 PAIR COMMUNICATION CABLE (NORTH) - —— e — s _i’ F MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
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X - ELECTRICAL CABLE 5- CONDUCTOR NO.14 AW \ s ' : TRAFFIC ENGINEERING DESIGN DIVISION
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