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IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.

THE CONTRACTOR SHALL NOT CUT MAST ARM AS INDICATED ON PLANS UNTIL MAST ARM
POLE LOCATION IS FINALIZED.
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o CGNSTRUCTION;QETAILS

A. INSTALL 27 FT. STEEL POLE WITH A 70 FT. (CUT TGO 66 FT.) MAST ARM. TRAFFIC SIGNAL
HEADS, SIGNS AND 15 FT. STREET LIGHTING ARM WITH A 250 WATT HIGH PRESSURE. SCDIUM
VAPOR LUMINAIRE. (INSTALL 1-2 IN. AND 1-4 IN. SCHEDULE 80, 90 DEGREE POLYVINYL -
CHLORIDE ELECTRICAL CONDUIT BENDS IN POLE BASE). ' =
RELOCATE EXISTING TRAFFIC SIGNAL HEADS ON MAST ARM AS NOTED. _ | , ,
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. USE EXISTING MAST ARM AND INSTALL VIDEQ DETECTION CAMERA AS NOTED. nE \B | CONTRACTOR SHALL INSTALL CONDUIT AT SUFFICIENT DEPTH

. INSTALL NON-INVASIVE MICROLOOP PROBE SET WITH 1,000 FT. LEAD-IN [N PROPOSED 4 IN. CONDUIT. Sunlyzd - | TO AVOID DISTURBANCE DURING ROADWAY CUNSTRUCTION.
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. INSTALL 4 IN. SCHEDULE 80, POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED). 0 REVISIONS APPROVALS
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