DRILL HOLES

DRILL HOLES

DRILL HOLES

2004

June 1.

BORDER REV: DATE:

R

NOTE: MD 402 IS CONSIDERED TO
".RUN IN AN EAST-WEST DIRECTION.
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EXSTING SIGN ON W0OOD POST
TO BE REMOVED BY CONTRACTOR
AFTER INSTALLATION OF FLASHER.
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= GENERAL NOTES:
1. All underground utilities shown on these plans are schematic only and
may not be complete. The coniractor shall be responsible for notifying
“MISS UTILITY” prior to construction so that qll utilities may be located
in the field. I¥ the contractor percelves that a conflict between the
utilities and the traffic s!$na! witl occur, the contractor shall notify
the project engineer immediately so that the conflict may be resolved.
» 2. All Traffic Signal Foundations shall be installed at the Final Sidewalk
CONSTRUCTION DETAILS or Curb grade for closed sections. Highest Roadway Profile Grade for
- v eg1gegztonsa ag g$g+ogl$grcnce$ as+specéf}?d Sn!¥D B}E}OSi MD 8;8.01.
A. Install 14’ breakaway pedestal pole with pole mounted cabinet, signal heads +Ucy QN : @ contracior shall verity uiTimare grades
and signs as shown. (Note: 2-2", 90°polyvinyl chloride (Schedute 80) bend.) prior to the installation of all signal equipment.
Contractor shall remove all existing signs on existing wood post as shown.
B. Install metered pedestal for electrical utility service equipment.
~ €. Install handhole.
D. Install 2” polyviny! chloride electrical conduit (Schedule 80) (trenched).
E. Install pavement marking (SCHOOL) as shown.
F. Install 3” polyvinyl chloride electrical riser and 3” weatherhead (Schedule 80) to DEPAR%&QE%‘%E ¥g§gg§ggTAﬂON
existing utiiity pole for proposed underground service by SMECO. : STATE HIGHWAY ADMINISTRATION
G. Install exlisting ground mounted sign as shown.
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