GENERAL NOTES

1. REMOVE AND DISPQOSE OF ALL UNUSED SIGNAL CABLE.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL

CABLE TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE. :
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CONSTRUCTION DETAILS I
MD 63 (Greencastle Pike)
A. USE PROPOSED CONDUIT. INSTALL 12-PAIR COMMUNICATION CABLE.
(SEE SIGNAL PLANS) - gty —
B. USE PROPQOSED HANDHOLE. INSTALL 12-PAIR COMMUNICATION CABLE. 0’
(SEE SIGNAL PLANS) s
C. USE PROPGOSED BASE MOUNTED CABINET AND CONTROLLER. INSTALL *¥ TN T ===_%'========___===========:=====
12 PAIR COMMUNICATION CABLE. (SEE SIGNAL PLANS) 19
D. USE EXISTING CONDUIT. INSTALL 12-PAIR COMMUNICATION CABLE. : o1 /11 13
E. USE EXISTING HANDHOLE. INSTALL 12—-PAIR COMMUNICATION CABLE. a
F. USE EXISTING BASE MOUNTED CABINET AND CONTROLLER. INSTALL / 1A PE
12—-PAIR COMMUNICATION CABLE. (NOTE: SHA FORCES INSTALL QUICK © 273l
CONNECT BLOCK AND HARNESS FOR TELEMETRY INTERFACE PANEL).
G. INSTALL 1 IN. GALVANIZED ELECTRICAL CONDUIT. (FOR DETECTOR ,\ ' //
WIRE SLEEVE) \\
H. INSTALL 6 FT. x 30 FT. (3-6-3 WINDING) QUADRUPOLE TYPE LOOP DETECTOR J\ .
ENCASED IN 1/4 IN. FLEXIBLE TUBING. : l'l "l Q
J. ABANDON EXISTING LOOP DETECTOR. DISCONNECT AND REMOVE LOOP | STATE OF MARYLAND
DETECTOR CABLES [ N DEPARTMENT OF TRANSPORTATION
K. USE EXISTING HANDHOLE. SPLICE EXISTING 2—CONDUCTOR (NO. 14 A.W.G.) I Y STATE HIGHWAY ADMINISTRATION
ALUMINUM SHIELDED ELECTRICAL CABLE TO NEW LOOP WIRE (NO. 14 A.W.G.). :‘l N OFEICE OF TRAFFIC & SAFETY
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