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Construction Details
{. Use existing mast arm. Install proposed video detection camera and video detet;tiqn lead-—in-cable. | - B ™ ‘ & ] e - - | | < _ | . | T . ~, _ ]l gh“;of-'w oy um |

Use existing upright, Install proposed video detection lead-in cable.

Equipment List A
oment to e sunplied by the S and installed by the Contrastos

Us_é existing conduit. I_ﬁstﬁil propésed video detection lead-in cable.

Use existing conduit. Install proposed video detection lead-in cable(s) and remove existing loop detector
lead-in cables for unused detectors. o |

Equipment List ’B*
Equipment to be furnished and installed by the Contractor,

’ QUANTITY DES ON - DESCRIFTION

1 EA MAINTENANCE OF TRAFFIC PER ASSIGNMENT.

3. Use existing conduit. Remove existing loop detectors for unused detectors. Install proposed video
| detection Iegad—in cable and loop detection lead-in cables for phases 3 and 8 advance detection.

6 Use e:ﬁisting handhole. Install proposed video detection lead-in cable. Remove existing loop detector

lead-in cables for unused detectors. NO SHA MATERIALS ; ]

- ) | S 25 LF 24 INCH WHITE LEAD FREE REFLECTIVE THERMOPLASTI PAVEMENT
7. Use existing handhole. Install proposed video detection lead-in cable(s). Remove existing loop detector | | MARKINGS ’ MI -
| {ead-in cables for unused detectors. Remove and replace loop detection lead-in :_:abl_es forphases 3 and 8 | 25 LF REMOVAL OF EXISTING PAVEMENT LINE MARKINGS -~ WIDTH
AT tection. : | ' . - D .
advance de | | 1 Ea FURNISH & INSTALL, CONDUIT BEND IN. RXISTING BASE
8. Use existing handhole. Disconnect existing loop detector wires. Cap and abandon detector sleeve. 1 A REMOVE & DISPOSE OP EQUIPMENT (PER ASSTGNMENT) winment List 't
Remove existing loop detector lead-in'cable(s). or 1 - i o o EE—L‘-—"';
| o | - FPURNISH AND INSTALL ELECTRIAL CABLE-2 CONDUCTOR (ALUMINUM
9. Use existing conduit. Remove existing loop detector lead-in cable(s). | SHIELDED)
| | | o 2 EBA F &I SOLOPRO CAMERA, MOUNTING BRACKET AND 250¢ CABLE ES ON
' isti e. Remove existing-loop detector lead-in cable(s). + - |
10. Use existing handhole. Kemo &100p 1 EA P & I SOLOPRO CONTROL EQUIPMENT - PER INTERSECTION |
| ‘ NO REMOVAL AND SALVAGE ITEMS

11, Use eﬁisﬁné handhole. Dfséonnect and remove existing loop det:ﬂctor lead-in cables, Install proposed
_ loop detector lead-in cables. Splice proposed loop detector lead-in cables to existing loop wires.

12. Use existing conduit. Remove existing loop detector lead-in cables and install proposed loop ;:'latectqr
lead-in cables. B | | o

13.. Use existing handhole. Remove existing loop detector lead-in cables and install proposed loop detec_tpr
lead-in cables. | o - |
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TRARPIC ENGINEERING DESIGN DIVISION

GEOMEYRIC LEGEND N\ APPROVALS /] l‘.'; MDOT = STATE HIGHWAY.

om o e e 7

PROPO - -
, ST | ewmemaseews PROPOSID GEONETRCSIT T 1R ‘ B VT Y T
M _ mm : @ AS-BUILT FOR BEW 996MB2 . : -
| E=3  towommouma _ LY. LEGEN)
- JW | :

14.  Remove existing stop line and replace stop line in accordance to SHA Standards. TRAFFIC SIGNAL SYMBOLS

15. .Use existing controllér cabinet. Remove unused loop detector lead-in cables and instail proposed loop

©6 D3Q 60 vBFUoBINEOPNLOGOSENY

detector lead-in cables and video detection lead-in cables. Install 2” polyvinyl chloride bend into cabinet -
base. Traffic Operations Division personnel to install communication interface panel, TS-2 Mini-hub, - - e (Traffic Signe!Plan)
mini-hub cables, industrial 56k modem and SDLC cable. Traffic Operations personnel to program video - -~ |
detection and retune detector mpliﬁm upOn F’Omplﬁﬁﬁm of prop osed work. D mmwrmm m INSTALL OPTICOM PRE EMPTION FOR X/ TRAFER 'MD 65 a)o to mac Stre et) at oak Ridg e D I iU e 1
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