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- /— INTERCONNECT TO AIRVIEW ROAD

CONSTRUCTION DETAILS

INSTALL 27 FT. STEEL POLE, WITH 50 FT /50 FT MAST ARMS, LED TRAFFIC SIGNAL HEADS, SIGN
AND A 20 FT. LIGHTING ARM WITH A 400 WATT HIGH PRESSURE SODIUM LUMINAIRE. CUT, CLEAN
AND GALVANIZE 50 FT MAST ARMS TO 48 FT. (NOTE: 1—4 IN. SCHEDULE 80, 90—-DEGREE POLYVINYL
CHLORIDE CONDUIT BEND IN BASE OF POLE.) |

INSTALL A NEMA SIZE 6 BASE MOUNTED CONTROLLER AND CABINET WITH DISTRIBUTION EQUIPMENT,
UNINTERRUPIBLE, BATTERY BACK—UP POWER UNIT AND ALL NECESSARY EQUIPMENT. REFER TO SHEET
E4.04, ITS CONDUIT & TRAFFIC CONTROLLER DETAILS, FOR ADDITIONAL INFORMATION.(NOTE: INSTALL

2—=4 IN. AND 2 2 IN. SCHEDULE 80, 90 DEGREE CONDUIT BENDS.)

F’ROPOSED 12,470—480Y/277V, 3 PHASE, 4 WIRE, 500KVA PAD MOUNTED TRANSFORMER INSTALLED BY
ALLEGHENY POWER FOR PROPOSED POWER. REFER TO SHEET E10. 01, AIRPORT SEWAGE PUMP STATION
AT BYERS ROAD-SITE PLAN, FOR ADDITIONAL INFORMATION.

. PROPOSED STANDBY ENGINE GENERATOR TO MAINTAIN SERVICE DURING POWER OUTAGES. REFER TO

SHEET E10.01, A!RPORT SEWAGE PUMP STATION AT BYERS ROAD-SITE PLAN, FOR ADDITIONAL INFORMATION.

PROPOSED UNDER BRIDGE LIGHTING CONTROLLER CABINET. REFER TO SHEET E7.01, LIGHTING SYSTEM
AND LIGHTING CONTROLLER DETAILS | ,FOR ADDITIONAL INFORMATION.

INSTALL 12 PAIR # 19 AWG. PETROLATUM—POLYETHYLENE GEL FILLED TELEMETRY INTERCONNECT CABLE

TO THE TELEPHONE TERMINAL PANEL, WITHIN THE UNDER — BRIDGE LIGHTING CONTROLLER CABINET. RUN AND
CONNECT INTERCONNECT CABLE TO PROVIDE COMMUNICATION BETWEEN THE BASE MOUNTED CONTROLLER

AT BYERS ROAD AND AIRVIEW ROAD’S CONTROLLER.

- GEOMETRIC LEGEND

TO SHEET E3.01, ELECTRICAL UNDERGROUND UTILITIES ALIGNMENT |,

EXISTING GEOMETRICS

G. USE PROPOSED 4 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT. REFER
FOR ADDITIONAL INFORMATION.
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CONSTRUCTION DETAILS (CONTINUED)

L. INSTALL 24 IN. WHITE HEAT APPLIED PREFORMED THERMOPLASTIC MARKING (STOP LINE).

M. USE PROPOSED ITS PULL BOX. REFER TO SHEET E4.04, ITS CONDUIT & TRAFFIC CONTROLLER
DETAILS, FOR ADDITIONAL INFORMATION. |

N. USE PROPOSED HANDHOLE. REFER TO SHEET E4.03, MANHOLE AND HANDHOLE DETAIL Ki, FOR
ADDITIONAL INFORMATION. | | u |

0. USE PROPOSED 4 IN. SCHEDULE 40 RIGID POLYVINYL CHLORIDE ELECTRICAL CONDU!TS
EMBEDDED IN STRUCTURE WALL. REFER TO SHEET £4.04, ITS CONDUIT & TRAFFIC CONTROLLER
'DETAILS, FOR ADDITIONAL INFORMATION.

P. INSTALL 4 IN. SCHEDULE 80 RIGID POLYV!NYL ‘CH'L{_OR!DE ELECTRICAL CONDUIT — TRENCHED.
Q. INSTALL 2 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT FOR

UNDERGROUND POWER — TRENCHED.

R. PROPOSED CONDUIT AND HANDHOLES TO BE USED TO PROVIDE POWER TO UTILITY POLE WITH
- LUMINAIRE ARM. REFER TO SHEET £3.01, ELECTRICAL UNDERGROUND UTILITIES ALIGNMENT [, FOR
ADDITIONAL INFORMATION.

S. USE PROPOSED 4 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT. REFER TO

SHEET E3.01, ELECTRICAL UNDERGROUND UTILITIES ALIGNMENT I, FOR ADDITIONAL INFORMATION.

T. INSTALL METERED SERVICE PEDESTAL, 125-AMPERE RATED. REFER TO SHEET E4.04, ITS CONDUIT &
TRAFFIC CONTROLLER DETAILS FOR ADDITIONAL INFORMATION.

TO HAGERSTOWN

NOTES

1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE
- SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE

RESPONSIBLE FOR NOTIFYING "MISS UTILITY” PRIOR TO CONSTRUCTION SO
THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR
PERCEIVES THAT A CONFLICT BETWEEN THE UTILITIES AND THE TRAFFIC
SIGNAL WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE PROJECT
ENGINEER IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.

2. THE CONTRACTOR SHALL NOT CUT MAST ARMS AS INDICATED ON PLANS UNTH.
MAST ARM POLE LOCATION IS FINALIZED.

3. THE LOCATION OF PROPOSED GEOMETRICS MUST BE CONFIRMED PR!OR T0 THE
INSTALLATION OF SIGNAL EQU PMENT.

4. ALL SIGNAL EQUIPMENT SHALL BE INSTALLED TO FINAL GRADE.

5. PAVEMENT MARKINGS NOT DETAILED ON THIS PLAN ARE FOR ILLUSTRATIVE PURPOSES
ONLY AND SHALL BE INSTALL ACCORDING TO THE SIGNING AND MARKING PLANS. |

6. ALL SIGNAL EQUIPMENT INSTALLATION SHALL BE COORDINATED WITH THE |
INSTALLATION OF THE UNDER BRIDGE LIGHTING EQUIPMENT. REFER TO SHEET
£1.02 ELECTRICAL PHASING PLAN.

7. THE TRAFFIC SIGNAL SHALL BE PRE-EMPTED UPON ACTUATION WITHIN
THE FIRE ALARM CONTROL PANEL. THE FIRE ALARM CONTROL PANEL SHALL
BE INTERLOCKED WITH THE TRAFFIC SIGNAL CONTROLLERS VIA THE 12 PAIR
GEL FILLED TELEMETRY INTERCONNECT CABLE.

REVISIONS

CAPPROVALS MARYLAND DOT — STATE HIGHWAY ADMINISTRATION

Office of [raffic & Sarety

TEAM LEADER, TRAFEC ENG INEERING DESI GN DIVISIO
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PROPOSED GEOMETRICS

UTILITY LEGEND

GAS MAIN
WATER MAIN
SEWER MAIN
ELECTRIC CABLES
AERIAL CABLES

TELEPHONE CABLES

APMO =6
—ABMNEO

H. USE PROPOSED ITS PULL BOX PARTIALLY EMBEDDED IN BRIDGE ABUTMENT. REFER TO SHEET E4.04,
ITS CONDUIT & TRAFFIC CONTROLLER DETAILS, FOR ADDITIONAL INFORMATION.

J. PROPOSED UNDERGROUND POWER WITHIN 3 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL |
CONDUIT REFER TO SHEET E10.01 AIRPORT SEWAGE PUMP STATION AT BYERS ROAD SITE PLAN, FOR ADD!TIONAL
INFORMATION.

K. PROPOSED 2-3 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT - f
FOR UNDERGROUND POWER AND TELEPHONE SERVICE. REFER TO SHEET E10.01, , 20 0
AIRPORT SEWAGE PUMP STATION AT BYERS ROAD—SITE PLAN, FOR ADDITIONAL T —
INFORMATION. T
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