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CONSTRUCTION DETAILS F. INSTALL 6 FT.X 30 FT.QUADRUPOLE (3-6-3) TYPE
LOOP DETECTOR ENCASED IN !/4 IN. FLEXIBLE TUBING.
. INSTALL 27 FT.STEEL POLE WITH 60 FT.MAST ARM, 6. INSTALL 1IN. LIQUID~TIGHT FLEXIBLE NON-METALLIC
TRAFFIC SIGNAL HEADS, SIGNS, 20 FT.STREET LIGHT ELECTRICAL CONDUIT (DETECTOR WIRE SLEEVE)
ARM, PEDESTRIAN SIGNALS AND PEDESTRIAN PUSH H. INSTALL HANDHOLE.
BUTTONS, SIGNS, AND 250 WATT HIGH PRESSURE K. INSTALL | IN. ELECTRICAL CONDUIT- GALVANIZED
SODIUM VAPOR LUMINAIRE WITH PHOTOCELL (NOTE:1-3 IN. SLEEVE.
SCHEDULE 80, 90-DEGREE PVC CONDUIT BEND). L. INSTALL 2 IN. SCHEDUILE 80 POLYVINYL
. INSTALL 27 FT.STEEL POLE WITH 70 FT.MAST ARM, CHLORIDE ELECTRICAL CONDUIT - TRENCHED.
TRAFFIC SIGNAL HEADS, SIGNS, 20 FT. STREET LIGHT ARM, M. INSTALL 4 IN. SCHEDULLE 80 POLYVINYL
PEDESTRIAN SIGNALS AND PEDESTRIAN PUSH BUTTONS, SIGNS, CHLORIDE ELECTRICAL CONDUIT - SLOTTED. TSP-3
AND 250 WATT HIGH PRESSURE SODIUM VAPOR LUMINAIRE WITH N. INSTALL 3 IN. SCHEDULE 80 POLYVINYL
PHOTOCELL (NOTE:|-3 IN. SCHEDULE 80, 90-DEGREE PVC CHLORIDE ELECTRICAL CONDUIT - TRENCHED. MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
CONDUIT BEND) . P. INSTALL MICROLOOP PROBE SET. . !
. INSTALL 4 IN. SCHEDULE 80 POLYVINYL w. ALLEGHENY POWER COMPANY POLE NO. 1193019. Office of Traffic & Safety
CHLORIDE ELECTRICAL CONDUIT - TRENCHED. INSTALL 2-3 IN. SCHEDULE 80, 90-DEGREE PVC
. INSTALL 2 IN. SCHEDULE 80 POLYVINYL CONDUIT BENDS AND 10 FEET OF CONDUIT RISERS : — T TRAFFIC ENGINEERING DESIGN DIVISION
CHLORIDE ELECTRICAL CONDUIT - SLOTTED. FOR USE BY THE UTILITY COMPANIES. — TRAFFIC SIGNA
. INSTALL NEMA SIZE *6" BASE MOUNTED CABINET RR. INSTALL [2" WHITE PERMANENT PREFORMED ey Gy LANVERS L PLAN
AND CONTROLLER WITH ALL NECESSARY EQUIPMENT. PAVEMENT MARKINGS FOR CROSSWALKS. el ws—  SCIENTISTS US 40 AND MD 63
(NOTE: 2-3 IN. AND 2-4 IN. SCHEDULE 80, 90-DEGREE PVC SS. INSTALL 24" WHITE PERMANENT PREFORMED et wm— (5TRUCTION MaNAGERS
CONDUIT BENDS). PAVEMENT MARKINGS FOR STOP LINES. 10 NORTH PARK DRIVE [ e e
K C HUNT VALLEY,MARYLAND | checkeD By:  AB. SHA.No. W-657-50-685 -11qc1£—P3 SHEET NO.

21030-1888
(410} 316-7800

SCALE: I* = 207
DATE: 2707777

COUNTY: WASHINGTON
LOG MILE: #210040(4.54
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