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GENERAL NOTES L T

MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR UTILIZING MDSHA
STANDARD TYPICALS FOR TRAFFIC CONTROL. |
2. THE CONTRACTOR SHALL CONTACT MISS UTILITY TO VERIFY ALL UNDERGROUND
UTILITIES PRIOR TO THE INSTALLATION OF PROPOSED SIGNAL EQUIPMENT. IF ANY
UTILITY CONFLICTS ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
3. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR
CURB GRADE FOR CLOSED SECTIONS, HIGHEST ROADWAY PROFILE GRADE FOR OPEN
SECTIONS, TO MEET CLEARANCES AS SPECIFIED IN MD 816.03, MD 818.01, MD 818.02,
MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE
INSTALLATION OF ALL SIGNAL EQUIPMENT.
. THE SHA SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR ROUTING AND PROPERLY LABEL ING
ALL SIGNAL CABLES.
. THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ABANDONED ELECTRICAL CABLES.
. THE CONTRACTOR SHALL VERIFY THE PROPOSED POLE AND CABINET LOCATION(S) PRIOR
TO INSTALLATION.
. SEE GENERAL INFORMATION SHEET FOR PROPOSED TRAFFIC SIGNAL EQUIPMENT LAYOUTS.
. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH MDSHA STANDARDS.
. VIDEO CAMERA LOCATION/ALIGNING SHALL BE COORDINATED WITH THE MDSHA ENGINEER.
0.THE CONTRACTOR SHALL ENSURE THE EXISTING TRAFFIC SIGNAL REMAINS OPERATIONAL
UNTIL THE RECONSTRUCTED TRAFFIC SIGNAL IS OPERATIONAL.
1.THE CONTRACTOR SHALL REMOVE AND REPLACE ALL IMPACTED CONCRETE SIDEWALK AT
THE NEAREST JOINT.
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. INSTALL 4

. INSTALL
. INSTALL
. USE EXIS
. USE EXISTING CONDUIT.

. USE EXISTING SIGNAL EQUIPMENT.

. INSTALL ELECTRICAL HANDHOLE.

. REMOVE EXISTING VIDEO DETECTION CAMERA AND REPLACE WITH NEW VIDEO DETECTION

- DISCONNECT ,

. INSTALL GROUND MOUNTED SIGNS ON ONE 4
. REMOVE SIGN 21.

INSTALL 16.5 FT. STEEL POLE WITH A 15 FT. “T” DIMENSION, 70 FT. MAST ARM

(CUT TO 60 FT.)s, FOUNDATION. LED TRAFFIC SIGNAL HEADS AND VIDEO DETECTION
CAMERA. (NOTE: 1-3 IN. PVC S0 DEGREE BEND). ‘

INSTALL NEMA SIZE “6” BASE MOUNTED CABINET AND CONTROLLER WITH ALL NECESSARY
EQUIPMENT (NOTE: 2-2 IN. AND 2—4 IN. 90 DEGREE BENDS).

INSTALL METERED SERVICE PEDESTAL (NOTE: 3-2 IN. AND 1-4 IN. PVC 90 DEGREE BENDS
WITH 374 IN. CONDUIT FOR GROUND WIRE).

IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) FOR PROPOSED
UNDERGROUND POWER SERVICE. CAP AND MARK CONDUIT, AND LEAVE A 1 FT. STUB Al
UTILITY POLE FOR USE BY OTHERS.

. INSTALL 2 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) FOR PROPOSED

UNDERGROUND TELEPHONE SERVICE. CAP AND MARK CONDUIT. AND LEAVE A 1 FT. STUB
WITH PULL STRING AT UTILITY POLE FOR USE BY OTHERS.

INSTALL 2 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED).

INSTALL IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED).

IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED).

IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (SLOTTED).
ING HANDHOLE.
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CAMERA IN EXISTING LOCATION.
PULL AND RE-ROUTE EXISTING INTERCONNECT FROM EXISTING POLE MOUNTED CABINET
TO PROPOSED BASE MOUNTED CABINET (SEE WIRING DIAGRAM FOR DETAILS).

. INSTALL NON-INVASIVE MICROLOOP PROBE SET.

. ABANDON EXISTING DETECTOR

. REMOVE EXISTING POLE MOUNTED CABINET AND CONTROLLER FROM EXISTING SIGNAL POLE.
. INSTALL 12 IN. HEAT APPLIED WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT

MARK INGS FOR CROSSWALK HATCHING PER MUTCD SECTION 3B.17.

. REMOVE EXISTING GROUND MOUNTED SIGNS AND SUPPORT AND INSTALL NEW GROUND MOUNTED

SIGNS ON ONE 4 IN. X 6 IN. WOOD SUPPORT.
IN. X 6 IN. WOOD SUPPORT.
INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (SLOTTED).

EXISTING SIGN SUPPORT. SIGNS 22,55 AND 56 ARE TO REMAIN.
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